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PREFACE 



This publication is made available by the Ontario Ministry 
of the Environment for the purpose of providing some basic 
information on oil spill countermeasures equipment avail- 
able commercially. 

None of the equipment listed in this publication has been 
tested or checked in any way by this Ministry, and 
inclusion does not constitute the endorsement or approval 
of any product, manufacturer or supplier. 

The material in this publication was compiled from 
brochures and other sales literature and serves as a 
supplement to the Province of Ontario Contingency Plan for 
Spills of Oil and Other Hazardous Materials. 

Manufacturers of equipment not listed but wishing to be 
included in future updates of this publication should 
contact the: 



Contingency Planning Technician 
Spills Action Centre 
Ministry of the Environment 
7 Overlea Blvd. 

5th Floor 
Toronto, Ontario 
M4H 1A8 

Telephone: (416) 965-9648 



This publication is a revision of an earlier edition dated 
October 1981 and contains information received by the 
Ministry to September 1986. 
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SECTION I 



SORBENTS 



SORBENTS I 



Manufacturer 

Acme Products Co- 
Andesite of California Inc 
Anschutz Minerals Corp- 
Breg-o-s Inc- 
Clean Water Inc- 
Conwed Corporation 

Dambarr Industries Ltd- 
Diamond Shamrock Corp- 
Emco Imbibier Beads & 

Fabricated Products 

Division 
Globe International Inc- 
Hi -Point Peat Ltd- 
Can -Ross Environmental 

Services Ltd. 
Oil Mop Inc- 
Parker Systems Inc- 
Petro-Trap 
San i foam Inc- 
Slickbar Inc- 

S-P-C Oil Sorbent 

SPC Sorbent Products Co- 

3M Canada Inc. 

Terra-Nova Power & 
Development Corp- 
The Travelon Oil Company 
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Booms, pillows, pads, bales 
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Granules 


2 


Granules 
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Granules 
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Fibre swabs, filter booms 


5 


booms, pads, pillows, 




blankets 
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Granules 
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Pillows 
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Blankets, packets 


9 


Rolls, sheets 


10 


Loose ground fibre 


11 


Booms, pillows, sweeps, 




rolls, strips 


12 


Fibre swabs 


13 


Fibre swabs 


14 


Pads, booms 


15 


Booms, pillows 


16 


Booms, pillows, blankets, 




sweeps 


17 


Booms, pillows, blankets 


13 


Pads, booms, sweeps, 




blankets, pillows 


19-20 


Rolls, sweeps, sheets, 




PILLOWS, BOOMS 


21-23 


Fibre swabs 


24 


Bagged granules 


25 



MANUFACTURER 
AND TRADE NAME 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE i SORBENT 



TECHNICAL DETAILS 



SUPPLIER 



Acme Products Co. 
P.O. Box 51388 
TULSA, Oklahoma 
74151 

(918) 836-7184 



FIBREPERL 



Sorbent Booms 

Sorbent 8 8" dia. x 10" long 
5 5" dia. x 10' long 

Mini 5 and 8 5" x 8' rounds x 18" long 

Also sorbent pads, bales and pillows 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: SORBENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



M 



Andesite of California Inc. 
1260 South Goodrich Blvd. 
LQS ANGELES, California 
90022 

(213) 726-7602 



SAFESTEP 



Ground, Spill Sorbent 

Description 

- Non-toxic, odorless, non-flammable, inert 



FGW Marketing Inc. 

575 Wentworth Street East 

Unit 26 

OSHAWA, Ontario 

L1H 3V8 



Absorption of any liquid except water to a minimum of five (416) 571-2666 

times its weight, depending upon the viscosity of the 

liquid. 



I 



INFORMATION ON OIL SPILL CONTAINMENT AND 

CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE TYPE: SORBENT 



MANUFACTURER 
AND TRADE NAME TECHNICAL DETAILS SUPPLIER 



Anschutz Minerals Corporation All Purpose Sorbent 

P.O. Box 230 

OCHLOCKNEE, Georgia - Mineral absorbent solidifies hazardous liquids 

31773 



1-800-841-5671 



ANSORB 



(212) 860-3689 



H 

I 



BREGOIL SPONGE 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE I SORBENT 



MANUFACTDRBR 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Breg-O-S, Inc. 

Suite 28A 

45 East 89th Street 

NEW YORK, New York 

10028 



Organic Absorbent 

- Organic, inert and heat resistant 

- Unlimited storage life 

- Soaks up oil to approximately seven times its weight 



Anco Chemicals Ltd. 
85 Malmo Court 
P.O. Box 400 
MAPLE, Ontario 
L0J 1E0 






INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-OP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: SORBENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



H 

I 
m 



Clean Water, Inc. 

Court House Square 

P.O. Box 1002 

TOMS RIVER, New Jersey 

08753 

(201) 341-3600 



SORBENT "C" 



Description 

- fibrous material composed of natural fibers and perlite 

- hydrophobic 

- oelophilic 

- absorbs 8-10 times own weight 

- not bio-degradable 

Specifications 

Size: Loose, fibrous mass, largest dimension 1/8" 
with about 3/4" mesh (maximum) 

Density: 4.25 lbs./cu. ft. 

Absorption; An 18 pound bag, depending on the viscosity of 
the petroleum product and the temperature of 
the air and water, will absorb approximately 
10-15 gallons of #6 oil and 14-30 gallons of 
oil, light crude oil, gas oil, jet fuel and 
gasoline. 



#2 



4. 



Floating oil absorbent filter booms containing sorbent "C" : 
- 5 ' long x 8" in diameter 



McAllister Towing & 

Salvage Inc. 
410 St. Nicholas Street 
MONTREAL, Quebec 
H2Y 2P5 
Tel: (514) 849-2221 

McAllister Towing & 

Salvage Inc. 
1 Gore Street 
KINGSTON, Ontario 
K7L 2L1 

Hayes Stuart & Co. Ltd. 
100 Dixie Plaza 
1250 South Service Road 
MISSISSAUGA, Ontario 
L5E 1V4 

Clean Water, Inc. 
Court House Square 
P.O. Box 1002 
TOMS RIVER, New Jersey 



(201) 341-3600 
(24 hours) 



INFORMATION ON OIL SPILL CONTAINMENT AMD 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: 



SORBENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



o^ 



Conwed Corporation 
444 Cedar Street 
P.O. Box 64237 
ST. PAUL, Minnesota 
55164 

(612) 221-1144 



Conwed Oil 
Sorbent Products 



Can pick up 22 times its weight in oil 

Can be burned with less than 4% residual ash 

Manufactured from a non- toxic bio-degradable natural fiber 

with water resistant treatment 

The absorbed oil can be pressed out and reclaimed and the 

sorbent pads can be re-used several times 

Available as: 



Booms 
Blankets 
Pads 
Sweeps 

Continuous 
Sweeps 

pillows 
Strips 
Fill Pipe 
Pads 



8" dia. x 10" long-4 per bundle 

35" x 200* x 1/4"-1 per unit 

17.5" x 17.5" x 1/4"-110 pes. per bundle 

17.5" x 17.5" x 1/4" with grommets for line 

attachment- 1 10 pes. per bundle 

21" x 100' x 1/4" with braided tape 
strenghthener and connecting ties 2/unit 
12" x 18" x 4"-10 per bundle 
3" x 26" x 1/4"-370 pes. /unit 

17.5" x 17.5" x 1/4" with 2-3/4" hole in 
centre-110 pes. /bundle 



D-Sorbent 18" x 18" durable polyethylene foam-80 pes. /unit 
Petro-Mesh Viscous oil absorbent- 30 per CTN 
Sorbent Rug 40" x 300' walkway areas-1/unit 
20" x 300' walkway areas-2/unit 



CIL House 

P.O. Box 200, 

Station "A" 

90 Sheppard Avenue East 

NORTH YORK, Ontario 

M2N 6H2 

(416) 229-7000 

CIL 

4605 101st Avenue 
EDMONTON, Alberta 
T5J 2L4 

(403) 465-0221 
(403) 424-1754 
(Emergency) 

CIL 

800 Terminal Avenue 
VANCOUVER, B.C. 
V6A 2M8 

(604) 685-1411 
(604) 685-5036 
(Emergency) 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-OP EQUIPMENT COMMERCIALLY AVAILABLE 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



TYPE : SORB BUT 



SUPPLIER 



Dambarr Industries Limited 
BARRIE, Ontario 



PETROSORB 



H 
I 
-J 



Petrosorb 

- Petroleum and chemical absorbent 

- Facilitates removal and disposal of spilled contaminants 
from land, water, aspbalt, concrete, snow and ice 

- Appreciable quantities may be reclaimed 

- Non-toxic 

- Non-corrosive 

- Fire retarded 

- Unlimited storage life 

- Available in granules 



Comco Service Station 
Construction and Maintenance 

Ltd. 
248 Vespra Street 
BARRIE, Ontario 
L4N 2H2 

(705) 728-0905 

Attn: Mr. Maurice Keogh 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: SORBENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



M 
I 
00 



Diamond Shamrock Corporation 
351 Phelps Court 
P.O. Box 2300 
IRVING, Texas 
7 5061 

(214) 659-7000 



HAZORB 



Hazorb Universal Sorbent 

- A non-selective, universal sorbent, supplied in pillows 
and in loose form 

- Picks up between one and 2.7 gallons of liquid per pillow 



Material; 



Amorphous inorganic foam particles contained 
in an inert, porous fabric pillow 



Pillow size: 17" x 26" x 2" 

Pillow volume: 1/2 cu. ft. (approximately 1 lb.) 

Shelf life: Indefinite 

Toxicity: Low 



Diamond Shamrock Canada Ltd, 
251 Consumers Road 
WILLOWDALE, Ontario 

(416) 491-0371 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-OP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE t SORBENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Emco Imbiber Beads & 

Fabricated Products Division 
1015 Louisiana Street 
LITTLE ROCK, Arkansas 

72202 



Absorbent Blankets & Packets 



Anco Chemicals Ltd. 
85 Ma Into Court 



- An Imbiber Bead can capture and contain up to 27 times its P.O. Box 400 
volume MAPLE, Ontario 

- Fabrics used have a pH tolerance of 0.5 to 13 L0J 1E0 



(501) 374-7878 



(416) 832-2276 






IMBIBER BEADS 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: SOREENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



I 

i- 
o 



Globe International Inc. 
P.O. Box 1062 
BUFFALO, New York 
14240 



ALSORB 



Description 

- Felted Oleophilic Fibre 

- Re-usable 

- For absorption of high and low viscosity oils 

- Picks up its total oil capacity in one minute 

- Absorbs 1600% by weight of hydrocarbon 

- Dimensions: 18" x 18" (45 cm x 45 cm) 

- Thickness: .125" (3.5 mm) 

- Weight: 2.00 oz. per sheet; 12.5 lbs. per roll 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEftN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: SORBENT 



MANUFACTURER 
AND TRADE NAME 



TEOWICAL DETAILS 



SUPPLIER 



M 



Hi-Point Peat Ltd. 

P.O. Box 779 

Bishop's Falls, Newfoundland 

AOH ICO 

(709) 258-6274 



CCLANSORB 



- Dry, loose, ground- up peat fibre. 

- A biodegradable product which absorbs approximately six 
times its weight in oil. 

- Floats on water. 

- Can be burned leaving less than 2% ash. 



Aaron Fasteners 
174 Colonnade Road 
Unit 9 

Nepean, Ontario 
K2E 7J5 

(613) 723-1847 



Gerald A. Farr 
A 7 lb. package (8.5" x 19" x 4.5") will absorb up to four Marketing Manager 
gallons of oil based fluid. 

An 11 lb. package (11" x 23.25" x 5.38") will absorb up to 
six gallons of oil based fluid. 

A 25 lb. package (14.25" x 27" x 7.25") will absorb up to 
14 qallons of oil based fluid. 



INFORMATION OH OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: 



SORBENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



M 

I 
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CAN-ROSS 

441 WYECROFT ROAD 

OAKVILLE, ONTARIO 

L6K 2H2 

(416) 849-4566 

TELEX: 06-982236 

MANUFACTURERS OF MATASORB 
AND SORBX 

FOR INFORMATION CONTACT 
EITHER TED EDGAR OR 
GENE FARQUHAR 



Product Class 


Product Typa 


Diameter or Thickness 


Length time* Width 


Units Per flat* 


M-45 


Kwik Kit 


5" 


16"x24" 


3 


MSO 


Regular Boom 


8 


lOLg 


4 


M 55 


EronoBoom 


5 


lOLq 


4 


M-56 


Double Boom 


2 w 5' Each 


tOLg 


4 Double Booms 


M-60 


Pillow Booms 


8 


2Lg 


10 


M 65 


Flat Pillow 


3 


16 »24- 


10 1 


M-70 


Sheet Pads 


3/16" Thk 


16 «I8 


200 


M 75 


Slieel Pads 


3/B ' Thk 


18 "»I0" 


100 


M 78 


Sheet Pads 


3/8 Thk 


36«36" 


50 


M-BO 


Sweeps 


3/8 Ihk 


18 ilOO' 


1 


M-90 


Roll Sections 


3/8" Thk 


36 x ISO' 


1 


M95 


Roll Sections 


3/8" Thk. 


36"xl60" 


1 


M 100 


Paniculale 


','■" 


2B"«1B"x1B" 


> Ban 


CR 100 


IlKkol'Xl fKsponse K« 


22" 


35"«22' 


1 Drum 


CR 101 


ftclul h* RcspH*tt K.i 


21" 


3S"x21" 


1 Bag 


CB 103 


Coniatomcnt Boom 
CJw Aluminum Tube 


5" dia. 


5«20 - 


1 



Sorb. 



class 



type 



S-53 


Booms 


S-66 


Pillows 


S72 


Pad, 


S74 


Pod, 


S76 


Pads 


S-94 


Re; lis 


S96 


Rolls 


S98 


Rolls 


S-99 


Grind 


S-110 


Pods 


S115 


Pods 


SUB 


Roll 


S 120 


Rolls 


S230 


Barrier 



dia./ 
thickness 



3" dia. 
5" Thk. 
3/16" Thk. 
3/16" Thk. 
3/16" Thk. 
3/16" Thk. 
3/16" Thk. 
3/ 16" Thk. 

3/8" Thk. 
378" Thk. 
3/B" Thk. 
3/B" Thk. 
1/4" Thk. 



length/ 
width 



20' long 
16"x24" 
12"xl2" 

la-xie- 

24»ii 24" 
18" x 200' 
24" x 200' 
36" x 200' 



18" 
24" 
24" 
36" 



i IB" 

i24" 

100' 

100' 



Ccs/ 
ale 



36" x 200' 



3 

10 
400 
ISO 
100 

2 

I 

1 

1 bag 

75 

50 

1 

I 

1 



weight 



19 lbs 

1 8 lbs 

19 lbs 

17 lb, 
19 lb, 
261b, 

18 lbs 
26 lbs 
291b, 
171b, 

19 lbs 
181b, 
26 lbs 
32 lb, 



cube/ 
bale 



5 3 eft 
5.4 ch 
4.9 eft 
3.9 eft 
4.9 eft 
5.4 eft 
3.6 eft 
5.4 eh 

5.3 cfl 
3.9 eft 
4.9 eft 
3.6 eft 

5.4 ch 
5.4 eft 



HUGH J O'NEILL CO LTD 

34 ELMS STREET SOUTH 

P.O.BOX 1270 

TIMMINS, ONTARIO 

P4N 7J7 

(705) 264-2337 

(HEAD OFFICE) 

COUNTIES COVERED 

ALGOMA, SUDBURY, COCHRANE 
TIMISKAMING, NIPISSING 
PARRY SOUND 

BRANCHES IN 

KAPUSKASING 

(705) 335-6018 
ELLIOT LAKE 

(705) 848-9184 
NORTH BAY 

(705) 476-3330 
SAULT STE MARIE 

(705) 949-2550 
SUDBURY 

(705) 675-1 185 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: SORBEHT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



CAN-ROSS 

441 WYECROFT ROAD 

OAKVILLE, ONTARIO 

L6K 2H2 

(416) 849-4566 

TELEX: 06-982236 

MANUFACTURERS OF MATASORB 
AND SORBX 

FOR INFORMATION CONTACT 
EITHER TED EDGAR OR 
GENE FARQUHAR 



to 



MAfAMRB 



Product Class 



M-45 



M50 



M 55 



M 56 



M 60 



M65 



M 70 



M 75 



M 78 



M 80 



M 90 



F'roducl Type 



Kwik KI1 



Regular Boom 



EconoBoom 



Double Boom 



Pillow Booms 



Flat Pillow 



Sheet Pads 



Sheet Pads 



Sheet Pads 



Sweeps 



M95 



M 100 



CR 100 



CO 101 



C8 103 



Roll Sections 



Roll Sections 



Particulate 



Diameter or Thickness 



Length times Width 



B" 



2 w 5" Each 



8 



3 



3/16" Thk. 



3/8" Thk 



3/8 Thk 



3/8 Thk 



3/8" Thk. 



318" Thk. 



lixhisinai Response K* 



ncitM !"• Response- Kii 



Containment Boom 
crw Aluminum Tube 



22' 



21 



16"x24" 



10Lg 



tOLt) 



IQ'Lg 



2Lg 



16x24' 



16"xl8' 



10x18' 



36 x36" 



Units Per Bale 



4 Double Booms 



10 



200 



100 



50 



(8'xl 00' 



36 "x 1 50' 



36"x160 - 



28"xlB"»18" 



35"x22" 



5" dia 



35"x2f 



5"x20' 



Bail 



1 Drum 



t Bag 



Sorb, 



class 



type 



S53 


Soomi 


S-66 


Pillowi 


S72 


Pads 


S-74 


Pods 


576 


Pods 


S94 


Roll! 


S96 


Rolls 


S98 


RoHs 


S-99 


Grind 


S HO 


Pods 


S1I5 


Pods 


sue 


RolU 


S-120 


RolU 


S-230 


Sorrier 



Ma.t 
thickness 



3" dio. 
5" Thk. 
3/16" Thk, 
3/16" Thk. 
3/16" Thk. 
3/16" Thk. 
3/16" Thk. 
3/16" Thk. 

3/8" Thk. 
3/8" Thk. 
3/8" Thk. 
3/8" Thk 
1/4" Thk. 



length/ 
width 



20' Long 
I6"x24" 
12"xl2" 
18" x 18" 
24"x24" 
18" x 200' 
24" x 200' 
36" x 200' 

18"xl8" 
24"* 24" 
24" x 100' 
36" x 100' 
36" x 200' 



Ecsl 
ale 



3 

10 
400 

150 
100 

2 

1 

1 

1 bog 

75 

50 
1 
I 

I 



weight 



19 lbs 
IB lbs 
19 lbs 
17 lbs 
19 lbs 
26 lbs 
ISIbt 
26 lbs 
29lb> 

17 lbs 
19 lbs 

1 8 lbs 
26 lbs 
32 lbs 



cube/ 
bale 



5.3 eft 

5.4 eft 
4.9 cfl 
3.9 ch 
4.9 eh 
5.4 ch 
3.6 ch 
5.4 eh 

5.3 ch 
3.9 ch 
4.9 ch 
3.6 eh 
5 4 eft 

5.4 ch 



LEVAC SUP 
25 RAILWA 
KINGSTON, 
K7K 2L7 
(613) 546 



PLY LTD 
Y STREET 
ONTARIO 

6663 



COUNTIES COVERED 



PRINCE ED 

HASTINGS , 

FRONTENAC 

' LEEDS & G 
PRESCOTT 

STORMONT , 

GLENGARRY 



WARD, ADDINGTON 
LENNOX, LANARK 
RENFREW, 

RENVILLE, 

& RUSSELL, 
DUNDAS & 



Jp.M.P. SUPPLY LTD 



230 SHAMROCK STREET 
SARNIA, ONTARIO 
N7T 2S6 
(519) 332-0105 

COUNTIES COVERRED 

BRUCE, ESSEX, PERTH, 
LAMBTON, KENT, HURON, 
MIDDLESEX, GREY, ELGIN 



INFORMATION OH OIL SPILL CONTAINMENT AND 
CLEAN-OP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE! 



SORBEWT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



n 



CAN-ROSS 

441 WYECROFT ROAD 

OAKVILLE, ONTARIO 

L6K 2H2 

(416) 849-4566 

TELEX: 06-982236 

MANUFACTURERS OF MATASORB 
AND SORBX 

FOR INFORMATION CONTACT 
EITHER TED EDGAR OR 
GENE FARQUHAR 



EfflAVASOBB 



Product Class 


Product Type 


Diameter or Thickness 


Length times Width 


Units Per Bale 


M45 


Kwlk Kit 


5" 


I6'x24" 


3 


M 50 


Regular Boom 


8" 


lOLg 


4 


M-55 


EconoBoom 


5 


lOLg 


4 


M-56 


Double Boom 


2 (■•■ 5" Each 


lOLg 


4 Double Booms 


M-60 


Pillow Booms 


8" 


2Lg. 


10 


W 65 


Flat Pillow 


3 


16 «24" 


10 1 


M 70 


Sheet Pads 


3/16' Thk 


16 <I8 


200 


M 75 


Sheet Pads 


3/8" Thk 


18*18 


100 


M 78 


Sheet Pads 


3/8' Thk 


36 «36 


50 


M-80 


Sweeps 


3/8" Thk 


18 1 100 


1 


M-90 


Roll Sections 


3/8 ' Thk 


36 x 150 


1 


M95 


Roll Sections 


3/8" Thk. 


36"x160" 


1 


M 100 


Particulate 


■A" 


28«l8'x18" 


t B.1C! 


en ioo 


hwjuslnai Response Ki4 


22" 


35 ,, x22" 


1 Drum 


CH 101 


Rcllll l<H ROSpOlKW Kll 


21" 


3S' , k21" 


1 Bag 


ce io3 


Conlammenl Boom 
cJw Aluminum f ut>e 


S" dia 


5 »20' 


1 ! 



Sorb, 







die/ 


length/ 
width 


pes/ 




cube/ 


class 


lype 


thickness 


bate 


weight 


bale 


$-53 


Booim 


3" dia. 


20' Long 


3 


19 tbs 


5.3 ch 


S66 


Pillowt 


5" Thk. 


I6"x24" 


10 


18 lbs 


5.4 ch 


S-72 


Pods 


3/16" Thk. 


12" * 12" 


400 


19 lbs 


. 4.9 ch 


S-74 


Pads 


3/16" Thk. 


IB'xIB" 


150 


17 lb. 


3.9 eft 


S-76 


Pods 


3/16" Thk. 


24"x24" 


100 


19 lbs 


4.9 eft 


$■94 


Rolls 


3/16" Thk. 


18" x 200' 


2 


26 lbs 


5.4 eft 


596 


Rolls 


3/16" Thk. 


24" x 200' 


1 


18 lbs 


3.6 eft 


$98 


Rolls 


3/16" Thk. 


36" x 200' 


1 


26 lbs 


5.4 eft 


$99 






_ 


1 bog 


29 lbs 


5.3eh 


SI 10 


Pads 


3/8" Thk. 


18" k 18" 


75 


17 lbs 


3.9 ch 


S-115 


Pods 


3/8" Thk. 


24"x24" 


50 


19 lbs 


4.9 clt 


s ne 


RoHs 


3/8" Thk. 


24" x 100' 


y 


18 tbs 


3.6cfl 


S-120 


Rolls 


3/8" Thk. 


36" x 100' 


1 


26 lbs 


5.4 eft 


S230 


Barrier 


1/4" Thk. 


36" x 200' 


1 ' 


32 lbs 


5.4 ch 



SECURE ENVIRONMENTAL 
SERVICES 
P.O.BOX 1237 
THUNDER BAY, ONTARIO 
P7C 4X9 
_ (807) 344-1 245 

COUNTIES COVERED 

THUNDER BAY, KENORA, 
RAINY RIVER, KENORA 
(PATRICIA PORTION) 
KENORA (PATRICIA PORTION 
NORTHWEST) 



SORBCO 
M41 WYECROFT 



ROAD 



OAKVILLE, ONTARIO 

L6K 2H2 

(416) 844-9755 

COUNTIES COVERED 

PEEL, DUFFERIN, YORK, 
NORTH YORK, SIMCOE, 
METROPOLITAN TORONTO, 
HAMILTON-WENT WORTH, 
HALTON, NIAGARA, BRANT, 
WATERLOO, WELLINGTON, 
OXFORD, HALDIMAN & 
NORFOLK, HALIBURTON, 
PETERBOROUGH, MUSKOKA, 
NORTHUMBERLAND, DURHAM, 
VICTORIA, OTTAWA-CARLTON 



UJ 



OILMOP 

New Orleans 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-OP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: SORBENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



M 



Oil Mop, Inc. 

145 Keating Drive 

Post Office Box P 

BELLE CHASSE, Louisiana 

70037 

(504) 394-6110 
(24 hours) 

Cable Address: 



A 1/2 lb. cluster of oleopbil ic-hydrophobic (attracts 
oil-rejects water) polypropylene fibers which is especially 
effective in absorbing high viscosity oils. Re-usable by 
wringing out in OMI hand wringers or mop.' engines. Inert and 
non-toxic . 

Specifications 

24.75 lbs. of #6 oil recovered by 1 lb. of Sorbaide at 78°F. 
This recovery rate enhanced by lower temperatures. 



Trecan, Ltd. 
4540 Dixie Road 

MISSISSAUGA, Ontario 
L4W 1N2 

(416) 625-4030 



SORBAIDE 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: SORBENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



I 
H 



Parker Systems, inc. 
P.O. Box 1652 
NORFOLK, Virginia 
23501 

(804) 485-2952 
(24 hours) 



OILSNARE 



Consists of flat oleophilic-hydrophobic plastic filaments 

in 1/2 lb. "Snares" 

Non-toxic, non-scattering, inert absorbent 

2 to 5% of the bulk of recovered material 

Re-use by draining or dousing with #1 or #2 oil to remove 

the heavy oils 



Navenco 

58 Chemin du Fleuve 

Coteau-du-Lac 

QUEBEC , Quebec 

JOP 1B0 

(514) 267-3597 



Typical Recovery Rates 

#6 oil: 64 lb- 

#5 oil: 24 lb. 

#4 oil: 18 lb. 

Alaskan Crude: 40 lb. 

Specifications 



@ 35°F, 32 lb. 
@ 70°F, 16 lb. 
I 65°F 
@ -2°F 



@ 70°F 
@ 82°F 



Carton of 30 Snares (0.5 lb. each) 
Weight: 17 lb. 

Size: 20" x 19" x 8.75" (1.9 cu. ft.) 
Density: 9 lb./cu. ft. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: SORBENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



I 



Petro-Trap 
WESTPORT, Mass. 
02790 

(617) 675-7831 



NIS 3700A 



NIS 3700B 



Commercial Model - 18" x 30" x 30" 
Weighs 1 lb. with attached ropes 
Catches 36 lb. of #2 fuel oil - reusable 
5/bundle 



"The Trucker" - 

carton 



9" x 30" x 3" - reusable 12 per 



NIS 3700C - "Pit Boss" - 9 X 14" x 3" collects oil and 

chemicals, available with a vapour barrier for 
volatile liquids, 36 per carton 



NIS 3700D 



NIS 3700E 



NIS 3700F 



NIS 3700G 



"Drip Pad" - 16" x 24" x 1 " - oil and vapour 
holding barrier on one side for recovery of 
volatile and heavy liquid oils 20 per carton 



"Hand Pad - Test Specimen" 
small spills and sampling 



5" x 6" x 1/2" for 



"Slick Pad" - 16" x 24" x 1" - with 2 brass 
grommets for attachment to snap lines or 
conveyor belts of continuous automatic recovery 
systems, 20 per carton 

"G" Boom - 9" x 48" x 3", also 9" x 96" x 3" 
heavy duty sorbent boom. Folds into sections 
for deployment 
9" x 48" x 3" boom, 10 per carton 



Marine Equipment Limited 
Barrington Commercial Centre 
3695 Barrington Street 
HALIFAX, N.S. 
B3K 2Y3 

(902) 429-3240 

Telex; 019-22666 

Contact: John V. Lauzon 






INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: SORBENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Samfoam, Inc. 
1000 Progress Drive 
LONDON, Ontario 
N6N 1B8 

1519) 686-0000 



Sanifoam sorbent has the ability to attract and absorb 
hydrocarbons extremely fast. The ratio by weight is as high 
as 35 to 1 . 

- will absorb light oil instantaneously up to 40 times its 
weight 



m 
i 



SANIFOAM 



Density: .7 lbs./cu. ft. 

Non-toxic, non-corrosive, bio-degradable 

Non-reusable 

Unlimited shelf life 

Super sponge: 1.5 cu. ft. bags, 8 bags per box 

Super boom: 5" - 6" dia. boom in 10, 15 and 20 ft. 

lengths 
Pillows: 4" x 14" x 24", 10 per box 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE : SORBENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Slickbar, Inc. 
P.O. Box 139 
SOUTHPORT, Connecticut 
06490 

(203) 255-2601 



SPC SORBENT PRODUCTS 



Description 

- Melt blown non-woven fibers of polypropylene 

-Oil sorbent - depends on the viscosity of oil, will absorb 
10-20 tines its weight in petroleum based products 

- Water absorbtion - will not absorb water. Floats for long 
periods with near zero pick-up 

- Storage - unaffected by temperature, humidity, rodents or 
insects, shelf life indefinite. Packed in heavy duty 
polyethylene for outside storage toxicity - product 
chemically inert - no toxic problem 

- Disposal - can be incinerated with less than 0.1% ash 



Industrial Plastics Canada 

Ltd. 
P.O. Box 93 
FORT ERIE, Ontario 
L2A 5M6 

(416) 871-0412 



Type 
Grade 100 
Grade 200 
Grade 50 



Ship 

100 pads 
per bale 
200 pads 
per bale 
50 pads 
per bale 



Size 
18" x 18" x 3/3" 
18" x 18" x 3/16" 
36" x 36" x 3/8" 



Sorbent Booms 
Sorbent Booms 
Sorbent Blanket 
Sorbent Pillows 
Sorbent Sweep 



4/bale 10' x 5" dia. 
4/bale 10" x 8" dia. 
1/bale 150' x 3* 
10/bale 14" x 25" 
1/bale 100" x 19" w/rope 



Sorbent Particulate 1/bale shredded 



Weight 
18# /bale 
18* /bale 
38# /bale 



20#/bale 
45#/bale 
38#/bale 
25#/bale 
15#/bale 
27#/bale 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: SORBENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



S.P.C. Oil Sorbent 



S.p.C. Oil Sorbent 







Shipping 








Shipping 


Weight 




Product 
Sorbent 


Unit 


Thickness 
8" 


Width 
N/A 


Length 
10' 


Lbs. 
47 


Kg. 




4 Booms 


21.3 




Booms 


per bale 






3M 








Sorbent 


4 Booms 


5" 


N/A 


10" 


20 


9 




Booms 


per bale 






3M 






M 


Grade 


100 Pads 


3/8" 


18" 


18" 


18 


8.1 


1 


100 Pads 


per bale 


1 cm 


45 cm 


45 cm 






£ 


Grade 


200 Pads 


3/16" 


18" 


18" 


18 


8.1 




200 Pads 


per bale 


• 5 cm 


45 cm 


45 cm 








Grade 


50 Pads 


3/8" 


36" 


36" 


38 


17.2 




50 Pads 


per bale 


1 cm 


90 cm 


90cm 








Sorbent 


10 Pillows 


N/A 


14" 


25" 


25 


11.3 




Pillows 


per bale 




35 cm 


62.5 cm 








Sorbent 


1 Sweep 


3/8" 


19" 


100' 


15 


6.8 




Sweeps 


per bale 


1 cm 


47.5 era 


30M 








Sorbent 


1 Bale 


N/A 


N/A 


N/A 


27 


12.2 




Particulate 
















Sorbent 


1 Blanket 


3/8" 


36" 


150' 


38 


17.2 




Blanket 


per bale 


1 cm 


90 cm 


45 m 







1 . Indachera Supply Ltd. 
P.O. Box 2020 

616 Gladwish Drive 
SARNIA, Ontario 
N7T 7L1 

(519) 332-1650 

2. Sanivan Inc. 
1705 3 Ieme Avnue 
P.A.T. MONTREAL, Quebec 
H1B 5M9 

(514) 353-9170 

3. Utility & Industrial 

Supply 
14A Taber Road 
REXDALE, Ontario 
M9W 3A5 

(416) 743-3303 

4 . Navenco 

58 Chemin du Fleuve 
COTEAU-DU-LAC, Quebec 
J0P 1B0 

(514) 267-3597 






INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE s SORBENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



SPC Sorbent Products Co. 
MAPLEWOOD, New Jersey 
07040 

(201) 762-4705 



SPC Oil Sorbeny Pads 

Generally used on minor spills or for the final clean-up of 

large spills. Pads are oleophilic and hydrophobic, soaks up 

to 25 times its weight in petroleum products. Pads come in 

three convenient sizes: 

Grade 200 - 18" x 18" x 3/16" - 200 pads/bale 

Grade 100 - 18" x 18" x 3/8" - 100 pads/bale 

Grade 50 - 36" x 36" x 3/8" - 50 pads/bale 

SPC Oil Sorbent Booms 



Marine Equipment Limited 
Barrington Commercial Centre 
3695 Barrington Street 
HALIFAX, N.S. 
B3K 2Y3 

(902) 429-3240 

Telex: 019-22666 



Contact : 



John V • Lauzon 



I 

M 



Available in two sizes, these rugged booms can be linked 
together to form any length required to contain an absorb 
spills • 

Size: 10' x 8" - 4 booms/bale 
10* x 4" - 4 booms /bale 

SPC Oil Sorbent Sweeps 

A rope stitched into the entire length allows for a sweeping 
action across thin slicks or rainbow sheens for the final 
clean-up of an oil spill. 
Size: 100' x 19" - 1 sweep/bale 



Navenco 

58 Chemin du Fleuve 

Coteau-du-Lac 

QUEBEC, Quebec 

J0P 1B0 

(514) 267-3597 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE; SORBENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



SPC Sorbent Products Co. 
(Cont'd.) 



SPC Oil Sorbent Blanket 

A most versatile product which can be cut into various sizes 

for use around equipment in industrial plants or on oil 

spills. 

Size: 150' x 36" - 1 blanket/bale 

SPC Oil Sorbent Pillows 



o 



Designed for use in small confined areas such as sumps, 

narrow drainage ditches, bilges and holding tanks. Open 

weave leno-mesh poly bags allow for passage of oil for full 

saturation. 

Size: 14" x 25" - 10 pillows/bale 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN - UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE; 



SORBENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



3-M Canada Inc. 
P.O. Box 5757 
LONDON, Ontario 
N6A 4T1 

1519) 451-2500 



3-M OIL SORBENTS 



H 

I 



- For picking up oil solvents, lubricants 

- Hydrophobic, oleophilic, raicrof ibrous (100% synthetic 
polymeric fibre) 

- In storage resists temperature, humidity, rodents, 
insects, fire 

- Remains strong, buoyant after saturation 

- Holds oil until removed 

- Re-usable after oil removed by wringer, squeeze roll, 
centrifuge or solvent 

- can be recycled, incinerated or buried 

Types Available 

(a) rolls; (b) sweeps; (c) sheets; (d) pillows ; 
(e) sorbent .booms 

Density Absorption 

3-4 lbs. per cu. ft. 10-24 times own weight 

3-M Type #356 Viscous Sorbent Pads 

Details 

- for picking up heavy crudes, Bunker "C", #6 

- hydrophobic, oleophilic net construction 

- 100% synthetic, polymeric mesh 

- high net strength of net- like fibres which have break-away 
properties when snagged on pier nails and/or rocks 

- 3 oz. (85 g) per pad 



Anco Chemicals Ltd. 
85 Malmo Court 
P.O. Box 400 
MAPLE, Ontario 
L0J 1E0 

(416) 832-2276 

Attn : J. Kinch 

H. O* Donne 11 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE I SORBENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



3-M Canada (cont'd.) 



Types Available 

- 32" x 24" pads packaged 25 and 100 per box 
Absorption 

- 50 to 250 times its weight, depending on oil viscosity 






Type 


Shipping 
Unit 


Product Dimensions 
Thickness Width Length 


Shipping 
Weight 
Lbs . Kg ■ 


Type 270 

Sorbent 

Booms 


4 Booms 

per 

Bale 


8" N/A 10" 
20 cm. N/A 3 ra 


47 21.3 



Type 356- 
Pads 


■S 


25 Pads 
per box 


N/A 
N/A 


24" 

61 cm 


32" 
81 cm 


6 


2 


.7 


Type 356- 
Pads 


-c 


100 Pads 
per box 


N/A 
N/A 


24" 
61 cm 


32" 
81 cm 


24 


10 


.8 


Type 500 

Rolls 




Rolls 


3/8" 
1 cm 


36" 

45 cm 


150' 
45 m 


40 


18 


.1 


Type 551 
Sheets 




50 Sheets 
per Bale 


3/16" 
0.5" 


18" 
45 cm 


18" 
45 cm 


5 


2 


.3 


Type 556 
Sheets 




25 Sheets 
per Bale 


3/8" 
1 cm 


18" 

45 cm 


18" 

45 cm 


5 


2 


.3 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: SORBENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



3-M Canada (cont'd.) 



"3M OIL SORBENT 






Type 


Shipping 
Unit 


Product 
Thickness 


Dimensions 
Width Length 


Shipping 
Weight 
Lbs . Kg . 


Type 100 
Rolls 


Roll 


3/8" 
1 cm. 


36" 

91 cm 


150. 

46 m 


40 


18.1 


Type 126 
Sweeps 


Bale 


3/8" 
1 cm. 


19" 
48 cm 


100' 
30 cm 


17 


7.71 


Type 151 
Sheets 


200 
Sheets/ 
Bale 


3/16" 
0.5 cm. 


18" 
46 cm 


18" 

46 cm 


20 


9.07 


Type 156 
Sheets 


100 

Sheets/ 

Bale 


3/8" 

1 cm. 


18" 
46 cm 


18' 

46 cm 


20 


9.07 


Type 157 
Sheets 


50 

Sheets/ 

Bale 


3/8" 
1 cm. 


36" 

91 cm 


36" 
91 cm 


40 


18.1 


Type 210 
Particulate 


25 

lb. 
Bag 











25 


11.3 


Type 240 
Pillows 


10 
Pillows 
per Bale 


5" 
13 cm. 


14" 

35 cm 


25" 
63 cm 


25 


11 .34 






INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE i SORBENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Terra-Nova Power & 
Development Corp. 



OCLANSORB 



Treated Natural Organic Peat Fiber 

- Loose fibres in 44 lb. bags 

- 18 lbs./cu. ft. approximately 
2.5 cu. ft. per bag 
Indefinite shelf life 

Absorb 3-5 times its own weight 

90% stable retention in prolonged immersion in oil or 

water 



Huntington Laboratories of 

Canada Ltd. 
Victoria Crescent 
BRAMALEA, Ontario 
L6T 1E3 

(416) 677-2401 



Does not absorb water 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: SORBENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



The Travelon Oil Company 

P.O. Box 7 

ROCHESTER, New York 14601 



Description 

- a granular Attapulgite Fullers Earth mineral absorbent 

- light density 

- non- flammable 



The Travelon Oil Company 

(Canada) 
Box 246 

Adelaide Street P. 0.1 
Toronto, Ontario 
M5C 2J4 



TRAVELON 



TRAVELON OIL ABSORBENT 



Size 



- packed in 40 lb. bags 



(416) 368-4400 



U1 



PREMIUM GRADE 



ALL-PURPOSE TYPE 



Absorption 

- high absorptive properties for oil, grease, water and 
other liquids 



SECTION II 



BOOhS 



BOOMS II 



MANUFACTURER 

Acme Products Co- 
American Marine Inc. 
Clean Water Inc- 
Containment Systems Corp- 

Fell-Fab Products 

Globe International Inc- 

Hurum Marine Inc ■ 

Kepner Plastics Fabricators 

Inc- 
Negator Corporation 
Offshore Devices Inc- 
Parker Systems Inc- 

Slickbar Inc- 
Un i royal Inc- 
United HcGill Corp- 
Versatech Products Inc. 
Vikoma International Ltd- 
Whittaker Survival Systems 



PkOPUCT 



Pagjl 



Flexible booms 




i 


Flexible booms 




2 


Offshore and harbour 


BOOMS 


3 


River, performance , 


FENCE 




and harbour booms 




4 


Flexible booms 




5 


Heavy duty, fence booms 


6-7 


High sea, slit and permanent 


3-li 


booms 






Sea curtain booms 




Jt-i5 


Mini booms 




16 


Barrier booms 




17-i8 


Heavy duty, regular, 


BASIN 




AND BANTAM BOOMS 




19-20 


Variety of booms 




2i-22 


Flexible booms 




23-24 


Safety booms 




25 


Variety of booms 




26-ZS 


Flexible booms 




29 


Expanding booms 




30 



H 

M 

I 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: 



BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Acme Products Co. 
P.O. Box 51388 
TULSA, Oklahoma 
74151 

(918) 836-7184 



O.K. CORRAL 







St 


andard Sty 


le 




Heavy 


Duty 


O.K. Corral 


4 


" x 6" 


6" x 12" 


12 


... x 24 ™ 


6" x 12" 


12" x 24" 


Freeboard 




4" 


6" 




12" 


7" 


13" 


Draft 




6" 


12" 




24" 


12" 


24" 


Bouyancy (lbs. /ft.) 




5.2 


11.8 




47.3 


11.8 


47.3 


Weight per ft. 




1 .54 


1.96 




3.76 


2.16 


3.95 


Storage per 100 ft. 




14 


32 




102 


34 


106 


(cu. ft.) 

















INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE : BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 






American Marine Inc. 
401 Shearer Blvd. 
P.O. Box 940 
COCOA, Florida 
32922 

(305) 636-5783 



SIMPLEX 



OPTIMAX 



SUPERMAX 



SWAMP BOOM 



MINI MAX 



MAX1MAX 





Simplex 


Optimax 




Supermax 


Swamp Boom 


Hinimax 


Maximax 


Boom Length 


100' 


100' 




50' 


100' 


100' 


100' 


Draft 


12" 


12" 




24" 


6" 


11" 


24" 


Freeboard 


6" 


7" 




12" 


4" 


6" 


12" 


Height 


18" 


19" 




36" 


10" 


17" 


36" 


Flotation Element 
Flotation Shape 






Ethafoam 


Ethafoam Ethafoam 
Rectangular 






.ndrical 






Flotation Length 


6' 


6' 




6' 


6' 


4' 6" 


4" 6" 


Weight 


2 lb. /ft. 


2.3 lb. /ft. 




3.9 lb. /ft. 


.7 lb. /ft. 


1.2 lb. /ft. 


2.5 lb. /ft. 


Material 


22 oz. 


22 oz. 




22 oz. 


22 oz. 


22 oz. 


22 oz. 


Ballast 


1/4" chain 


5/16" chain 




5/8" cable 


3/16" chain 


3/16" chain 


3/8" chain 


Tension Line 


1/4" chain 


5/16" chain 


& 






3/16" chain 


& 3/8" chain & 






5/16" cable 




5/8" cable 


3/16" chain 


7/32" cable 


1/4" cable 


Colour 

Fabric Strength 
















500 lb. /in. 


500 lb. /in. 




500 ,1b. /in. 


500 lb. /in. 


500 lb. /in. 


500 lb. /in. 


Tensile 


13,950 lb. 


24,500 lb. 




37,000 lb. 


13,950 lb. 


14,100 lb. 


16,700 lb. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE : BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



i 



Clean Water Inc. 

Court House Square 

P.O. Box 1002 

TQMS RIVER, New Jersey 

08753 

(201) 341-3600 

(24 hours: 7 days/week) 

• OFFSHORE (Inflatable 
110' Boom) 

Box dimensions 46©" wide, 
46®" long, 28" high 

HARBOUR BOOM 100 ' 



Offshore 
(Inflatable Boom) 



Harbour 
Boom 



9" Long 3 '4" wide 
1'6" high 

" OFFSHORE BOOM 

2 Chains, one under each side 
of the flotation unit 

*** HRRBOUR BOOM 

Tension 2-3/8" dia. stainless 
steel air craft cable 



Boom Length: 

Draft: 
Freeboard; 
Total Height: 
Flotation 
Element : 

Flotation 

Shape: 

Flotation 

Width: 

Overall 

Weight: 

Stowage: 

Material : 



Ballast: 

Tension 

Line: 

Colour: 

Fabric 
Strength : 



55" sections in 

10' sections 

2' 

12" 

36" 

Double chamber 

air, inflatable 

compartments 

Cylindrical 

12" 

6.22 lbs. /ft. to 

7.46 lbs. /ft. 

* 

0.070 gauge, nylon 
reinforced oil 
resistant rubber 
3/8" galvanized 
steel chain 



Black with 6" gold 
vertical stripes 

600 lbs. /in. 



50' sections 

2' 

8" 

32" 

18" long, plastic 

float cylinders 



Cylindrical 

6" 

2.04 lbs. /ft. 



Oil resistant nylon 

reinforced PVC fabric 

cloth 

1/4" galvanized steel 

chain 

** 

International orange 



McAllister Towing & 
Salvage Inc. 

Agents for : 

Clean water inc. 

410 St. Nicholas Street 

MONTREAL, Quebec 

H2Y. 2P5 

(514) 849-2221 

McAllister Towing and 

Salvage Inc. 
1 Gore Street 
KINGSTON, Ontario 
K7L 2L1 

Clean Water Inc. 

Court House Square 

P.O. Box 1002 

TOMS RIVER, New Jersey 

08753 



275 lbs. /in. 



I 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: BOOM 



MANUFACTURER 
AMD TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Containment Systems Corp. 

P.O. Box 1390 

658 South Industry Road 

COCOA, Florida 

32.922 

(305) 632-5640 

Telex: 566-535 



Oil Spill Containment Booms 

River Boom 

Performance 

Fence Boom 

Harbour Boom 



Freeboard 


Draft 


7" 




12" 


6" 




12" 


6" 




12" 


12" 




24" 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPEi 



BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Fell-Fab Products 

2343 Barton Street East 

P.O. Box 3303 

Station "C" 

HAMILTON, Ontario 

L8H 7L6 

Hamilton: {416) 560-9230 

Toronto: (416) 825-0597 

Telex: 061-8673 

FELCO* BOOMS 



*FELC0 is a trademark owned in 
Canada and other countries 
throughout the world by 
Fell-Fab Products. 



Floating booms available in various sizes by any length. 



1 



Fell-Fab Products 



2. Fell-Fab (Gulf Ports) 

Inc . 
HOUSTON, Texas 

Contact: Wayne Hills 

3. Fell-Fab (U.K.) Limited 
7 Lenton Drive 
Parkside Industrial 

Estate 
Leeds LS11 5JW 
ENGLAND 

Contact: David Dowson 
Tel: (0532) 704767 
Telex: (51) 557948 

4. Ferrocast Williams Pty. 

Ltd. 
214 Welling Road 
Clayton, Victoria 
AUSTRALIA 3168 

Contact: Tom Ortenburg 
Tel: (2136) 6427722 
Telex: (71) 32222 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Globe International Inc. 
P.O. Box 1062 
BUFFALO, New York 
14240 

(716) 824-8484 

Telex: 91-6474 

OIL FENCE 



I 



Specifications 

- Height; (in.) 

- Draft: (in. ) 

- Freeboard: (in.) 

Standard Lengths: (ft.) 
Weight/100 ft.: (lb.) 
Storage Volume/100 ft.: (cu. 
Nominal tensile strength 

- per inch of width: (lb.) 

- overall per pound: (lb.) 



ft.) 



16 


24 


36 


48 


8 


12 


18 


24 


a 


12 


18 


24 


100 


100 


100 


100 


290 


•385 


680 


950 


6a 


72 


200 


225 


800 


1,800 


1,800 


1,800 



Navenco 

58 Chemin de Fleuve 
COTEAU-DU-LAC, Quebec 
J0P 1B0 

(514) 267-3597 



48,000 48,000 48,000 48,000 



Available buoyancy/100 ft.: (lb.) 527 875 2,240 
Dry Storage Temperatures: (°F) -90to -90to -90to 

+150 +150 +150 



Materials 



Flotation: 

Axle: 
Mooring Ring: 

Stabilizer Nuts: 
End Connector: 
Metal Parts: 
Fabric: 



Polyethylene floats filled with rigid 

urethane foam 

Reinforced isopthalic polyester resin 

Lock rings and float washers Dupont 

"Supertough" 801 Nylon 

Dupont "Zytel" 101 glass reinforced 

Geon 8700A high density PVC 

316 stainless steel 

Woven polyester impregnated with 

polyurethane 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-OP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Globe International Inc. 
(Cont'd) 



GLOBE BOOM 



GLOBE BOOM 
HEAVY WEIGHT 



Specifications 

- Height: (in.) 

- Draft: (in.) 

- Freeboard: (in. 



) 



J 



Standard Lengths: (ft. 
Weight/100 ft.: (lb) 
Storage Volume per 100 ft. 
Nominal tensile strength 
- per inch of width: (lb.) 

Available buoyancy/100 ft. 
Temperatures: (°F) 



(cu. ft.) 



(lb.) 





Globeboom 




Heavy 


Globe boom 


Weight 


18 


24 


12 


16 


6 


8 


100 


100 


140 


350 


40 


80 



800 



800 



650 


650 


-40 °F To 


-40 To 


+ 150 


+150°F 



Materials 



Flotation: 
Connectors: 
Ballast: 
Fabric: 



Moulded high density polyethylene 

Universal extruded aluminum interlocking 

Lead 

VC impregnated/polyester fabric 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-OP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE) 



BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Hurum Marine Inc. 
981 rue Pierre Dupuy 

Suite 124 
LONGUEUIL, Quebec 
J4K 1A1 

(514) 463-0160 

Telex; 055-60312 

Contact: David McKechnie 

FLEXY SILT BOOM 



Flexy Silt Boom 

Silt boom made of PVC nylon or Neoprene rubber, as required 

Section Length: 50' 

Freeboard: 12" 

Draft: As required 

Strength Members: Steel cable, coated on top, chain at 

bottom 

Et ha foam 

PVC nylon or Neoprene rubber 

Chain 

Yellow - other colour optional 



Flotation: 

Material: 

Ballast: 

Colour : 

Weight per ft. : 

Filter Curtain: 

Installation: 



Special to balance water flow 
Arrangements available on request 



This type of Flexy boom mainly used in dredging operations, 
protection of beaches, fish hatchery, oyster beds and other 
applications where water contamination can be controlled to 

confined areas. 



Hurum Marine Inc . 
981 rue Pierre Dupuy 
Suite 124 
LONGUEUIL, Quebec 
J4K 1A1 

(514) 463-0160 

Telex: 055-60312 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



■■£> 



Hurum Marine Inc. 
981 rue Pierre Dupuy 
Suite 124 
LONGUEUTL, Quebec 
J4K 1A1 

(514) 463-0160 

Telex: 055-60312 

Contact: David McKechnie 

FLEXY HIGH SEA OIL BOOM 



Flexy High Sea Oil Boom 



Specifications : 

One section 

Overall height 

Freeboard 

Draft 

Fabric 

Stiff eners 

Strength 

Members 
Reinforcements 
Wear Resistance 

At Water Line 
Flotation 
Stabilizers 
Weight 
Storage and 

Transportation 



50' long 

6' 

2' 0" 

4' 0" 

PVC or Neoprene 

Aluminum channels, back to back 

Steel cable top, chain bottom 

Nylon webbing, top and bottom 
H.D. nylon webbing, both sides 

Inflatable plastic floats on outriggers 
Sea anchor, both sides at bottom 
Approximately 12 lbs. /ft. 
Special for - each application 



Hurum Marine Inc. 
981 rue Pierre Dupuy 
Suite 124 
LONGUEUIL, Quebec 
J4K 1A1 

(514) 463-0160 

Telex: 055-60312 



This boom installation used with Flexy Wave Breaker 
installation. Makes a complete heavy weather installation 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE : BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Hurum Marine Inc. 
981 rue Pierre Dupuy 
Suite 124 
LONGUEUIL, Quebec 
J4K 1A1 

(514) 463-0160 

Telex: 055-60312 

Contact: David McKechnie 

FLEXY PERMANENT FIBREGLASS 
BOOM 



Flexy Permanent Fibreglass Boom 



Standard sizes: 
Section lengths: 
Freeboard: 
Draft: 
Strength 

Members, top: 
Strength 

Members , bottom : 
Flotation: 
Material, 

Double ply: 
Ballast: 
Colour: 
Weight : 



14" 
20' 
4" 
10" 
1/4' 



18" 

20" 

6" 

12" 

steel 



24" 

20' 

8" 

16" 

cable. 



36" 
20' 
12" 
24" 
coated 



1/4" galvanized chain in PVC tube 
Aluminum channels, back to back 
4" dia., Eathafoam in tube, both sides 
3-4 mm fibreglass 

Chain 
Yellow 



Hurum Marine Inc. 
981 rue Pierre Dupuy 
Suite 124 
LONGUEUIL, Quebec 
J4K 1A1 

(514) 463-0160 

Telex: 055-60312 



This boom used as a permanent boom for all types of 
applications where extreme environmental conditions require 
a heavy duty wear-resistant boom. Also, used as a permanent 
deflector boom in strong currents 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: 



BOOH 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Hurum Marine inc . 
981 rue Pierre Dupuy 
Suite 124 
LONGUEUIL, Quebec 
J4K 1A1 

(514) 463-0160 

Telex: 055-60312 

Contact: David McKechnie 
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Flexy #3 



Boom size: 


10" 18" 


20" 


24" 


36" 


Section length: 


50' 50' 


50' 


50' 


50' 


Freeboard: 


4" 6" 


7" 


8" 


12" 


Draft: 


6" 12" 


13" 


16" 


24" 


Top Tension Member 


Galvanized 


steel 


wire 


rope 


Bottom Ballast and 










Tension Member: 


Galvanized 


steel 


chain 


i 


Weight per ft. 


1.0 2.0 


2.1 


2.3 


3.0 


Flotation: 


Ethafoam 








Material: 


PVC or Neoprene 






Available on Request: 











( lbs . ) 



- Grab handles 

- Heavy duty nylon webbing bottom reinforcement 

- Custom made sizes and lengths 

No stiffeners required with this type of boom as the round 
flotation makes the necessary freeboard and the ballast 
keeps the skirt vertical below the water line. 

All Flexy Booms are supplied with one (1) ]oint clamp and 
two (2) shackles each section. 



Hurum Marine Inc. 
981 rue Pierre Dupuy 
Suite 124 
LONGUEUIL, Quebec 
J4K 1A1 

(514) 463-0160 

Telex: 055-60312 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE; BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Hurum Marine Inc. 
981 rue Pierre Dupuy 
Suite 124 
LONGUEUIL, Quebec 
J4K 1A1 

1514) 463-0160 

Telex: 055-60312 

Contact: David McKechnie 



Flexy #3 Standard 



Boom size ; 

Section length 

Freeboard: 

Draft: 

Top Tension Member: 

Bottom Tension 

Member & Ballast: 
Weight per ft. 
Flotation, Ethafoam: 
Material: 
Stif feners: 

Available on Request : 



14" 


18" 


24" 


36" 


50' 


50' 


50' 


50' 


4-3/4" 


6" 


8" 


12" 


9-1/4" 


12" 


16" 


24" 



Galvanized steel cable 

Galvanized steel cable or lead weight 

poured onto bottom steel cable 

1.0 1.5 2.6 3 (lbs.) 

2" 2" 3" 3" 
PVC or Neoprene 
Aluminum or Plastic 



Hurum Marine Inc. 
981 rue Pierre Dupuy 
Suite 124 
LONGUEUIL, Quebec 
J4K 1A1 

(514) 463-0160 

Telex: 055-60312 



- Grab handles 

- Heavy duty nylon webbing bottom reinforcement 

- Flotation can be supplied in larger diameter for strong 
current use 

- Custom made sizes and lengths 

All Flexy booms are supplied with one (1) joint clamp (Flexy 
Positive Buoyancy) and two (2) shackles each section. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE : BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Hurum Marine Inc. 
981 rue Pierre Dupuy 
Suite 124 
LONGUEUIL, Quebec 
J4K 1A1 

(514) 463-0160 

Telex: 055-60312 

Contact: David McKechnie 



i 
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Boom size: 
Section length: 
Freeboard: 

Draft: 

Top Tension Member 

Bottom Ballast and 

Tension Member: 
Weight per ft. 
Flotation: 
Material: 

Available on Request : 



Flexy 


*4 


14" 


18" 


50' 


50' 


4-3/4" 


6" 


9-1/4" 


12" 



Galvanized steel wire rope 

Galvanized steel chain 

1.3 1.5 (lbs.) 

Ethafoam 

PVC or Neoprene 



Hurum Marine Inc. 
981 rue Pierre Dupuy 
Suite 124 
LONGUEUIL, Quebec 
J4K 1A1 

(514) 463-0160 

Telex: 055-60312 



- Grab handles 

- Heavy duty nylon webbing bottom reinforcement 

- Custom made lengths 

No stiffeners required with this type of boom as the flat 
flotation makes the necessary freeboard and the ballast 
keeps the sk^rt vertical below the water line. 

The Easy Stow & Flow is very compact and lightweight and has 
often been used on oil tankers for onboard pollution control 
installation. 



All Flexy Booms are supplied with one (1) joint clamp and 
two (2) shackles each section. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Kepner Plastics Fabricators 

Inc. 
3131 Lcmita Blvd. 
TORRANCE, California 
90505 

(213) 325-3162 

Telex: 691646 

" SEACURTAIN " 

REELPAK SYSTEM 



Compact ible Seacurtain Boom Systems 

- "High Seas" compact ible 

- 1000' offshore compact ible 

- 100' superccmpactible (20:1 "Stow Away") 

- 100' choppy water compact ible 

- Fast water 



"Seacurtain" "Reelpak" Boon Systems 

- 1600' self- inflating offshore boom, with "Keprite" tow 
assembly. (4000' capacity deployment/recovery spool 
available) 



San i van 

1075 3rd Avenue 

P.A.T. 

MONTREAL, Quebec 

H1B 5M9 

(514) 353-9170 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-OP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE.' BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Kepner Plastics Fabricators 
Inc. (Cont'd.) 



- 

Freeboard 

Draft 

Bouyancy 




Inland-choppy 
7" 
13" 
22 lbs. 


Open Harbour 
10" 
16" 
41 lbs. 


Sanivan 

1075 3rd Avenue 
P.A.T. MONTREAL, 
H1B 5M9 

(514) 353-9170 


Quebec 


Weight/ft. 




1.71 lbs. 


2.71 lbs. 






Storage Vol 


ume 


.07 ft. 3 

Light Ocean 


.11 ft. 3 
Offshore 






Freeboard 




13" 


16" 






Draft 




20" 


25" 






Bouyancy 




67 lbs. 


110 lbs. 






Weight/ft. 




3.4 lbs. 


4.5 lbs. 






Storage Vol 


ume 


.15 ft. 3 


.21 ft. 3 







Also additional accessories 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Megator Corporation 
562 Alpha Drive 
PITTSBURGH, Pennsylvania 
15238 

(412) 963-9200 



MEGATOR MINI-BOOM 



Specifications : 



Boom length 
Draft 
Freeboard 
Total height 
Flotation Element 
Flotation Shape 
Flotation length 
Flotation width 
Overall weight 
Stowage 
Material 
Tension line 
Ballast 



16.5' 

7" 

2" 

9" 

Enclosed polyurethane foam 

Erect tablet 

4" 

1" 

Standard boom length, 10.5 lbs. 

One length about 2 cu. ft. 

Oil-resistant, PVC-coated nylon 

Nylon rope 

Enclosed metal weight 



Factory Representative 

MSE Engineering Systems Ltd. 
265 Canarctic Drive 
DOWNSVIEW, Ontario 
M3J 2N7 

(416) 661-5646 

Telex: 065-23982 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-OP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPEi 



BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Offshore Devices Inc. 

Summit Industrial Park 

Building #43 

PEABODY, Massachusettes 

01960 

(617) 286-0767 
(617) 532-3341 

Telex: 4991299 OFFSHORE 



OFFSHORE OIL CONTAINMENT 



BARRIER 



' Offshore Oil Containment Barrier 

Designed for U.S. Coast Guard National Strike Forces; 
utilizes combination of rigid panels and flexible curtain 
sections; external tension line provides excellent wave 
conformance. 



Offshore Devices 



Length 

Height 

Draft 

Number of struts 

Weight 

Curtain material 

Tension line 

(external) 
Flotation 
Ballast 

Tensile strength 
Efficient in waves up 
Stable in winds up to 
Stable in currents up to 
Deployment time 



612 ft./187 m 

4 ft. /I. 2 m 

27 in./69 cm 

102 

16 lb./ft./23.8 kg./m 

Polyvinyl chloride -coated nylon 

fabric 

4 in. circumference, 52,000 lbs. 

tensile strength polyester braid 

Closed cell foam/air float bags 

Galvanized steel/lead/water 

218,000 newtons 

to 8 ft./2.5 m 

40 knots/28 m/s 

3 knots 

15 min. for 612 ft. section 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE t BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Offshore Devices Inc. 

Summit, industrial park 

Building *43 

PEABODY , Massachusettes 

01960 

(617) 286-0767 
(617) 532-3341 

Telex: 4991299 OFFSHORE 



SCOOP HARBOUR CONTAINMENT 



"SUITCASE" BARRIER 



Scoop Containment "Suitcase" Barrier 

Designed for easy storage, handling and wave conformity; 
also used to increase sweep width and concentrate slicks 
for offshore devices' Scoop coastal oil spill clean-up 
system 



Offshore Devices 



Height 
Length 

Weight 
Freedboard 
Draft 
Materials 

Buoyancy 

Ballast 

Tensile strength 

Storage volume 

Sweeping speed (max.) 

Towing speed (max.) 

Sweep width 
Operating conditions 

Deployment time 



24 in./61 cm 

Available in 50 ft./15.2 m 

sections, up to 600 ft./182.4 m 

4.5 lb./ft./6-7 kg./m 

10.5 in./26.7 cm 

13.5 in./34.3 cm 

Elastomer-coated nylon and 

anodized 6061-T6 aluminum 

Closed cell flotation foam 

Galvanized steel bar 

18,000 newtons 

19.5 cu. ft./50 ft. section 

1 .5 knots 

3.5 knots in "U" shape; 

5 knots streaming 

40 ft./12.2 m to 440 ft./134.1 m 

Sea state to 3 ft./. 9 m chop, wind 

up to 20 knots 

5 min./50 ft. section 






INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-OP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Parker Systems Inc. 
P.O. Box 1652 
NORFOLK, Virginia 
23501 



Heavy 


Regular 




Duty 


Duty 


Basin 


Boom 


Boom 


Boom 



Bantam 
Boom 



P 



UP 



(804) 485-2952 



MARK II MODEL O-HD 



HEAVY DUTY BOOM 



MARK II MODEL O-RD 



REGULAR DUTY BOOM 



BASIN BOOM 



BANTAM BOOM 



Fabric 
Flotation 

Diameter: 
Length: 
Skirt Depth: 
Ballast: 

Stress Plates: 
Std. Section Length: 
Also Available: 
Weight per ft. 
Colour : 
Construction: 



Connections : 
Gross Tensile: 



-Nylon Reinforced Vinyl- 



Optional: 



Solid Dow 

Eathaf oam 

6" 

6' 

12" 



6" 
6' 
12" 
1/4" Coil Chain- 



- Rolled Microfoam- 

4" 
6' 
8" 



100" 
50' 
2.0 lbs 



-Stainless Steel 

100' 25' 

50' 50' 

1.7 lbs. 1 .0 lbs. 

International Orange- 

Ultrasonic Welding — 

-Double Fabric Around Chain 
Hot Air 

Double Hook & Ring With 

Slotted Tube Connection Seal 



+15,000 lb. +10,000 lb. 

in chain & in chain & 

fabric fabric 

Anchor points at 50 ' 

intervals 

handhold at fold points 

urethane fabric 



+6,000 lb. 
in chain & 
fabric 

Ethafoam solid 
flotation round 



3" 

6' 

4.5" 

Galvanized Steel 

Washers 

25' 
50' 
0.9 lbs. 



Simple Brass 
Grommet Tie Offs 
+3,000 lb. 

in fabric 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Parker Systems Inc. 
P.O. Box 1652 
NORFOLK, Virginia 
23501 

(804) 485-2952 



SPILLMASTER 



Permanent Boom 



Model 


24-URE 


36-URE 


Freeboard ( cm) 


25.4 


30.5 


Draft (cm) 


35.5 


61.0 


Tensile Strength (kg) 


Min. 14,966 


Min. 22,675 


Section Length (m) 


12.2 


12.2 


Weight ( kg/m) 


0.86 


1 .24 



Navenco 

58 Chemin de Fleuve 
COTEAU-DU-LAC, Quebec 
J0P 1B0 

(514) 267-3597 



H 



to 
o 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Slickbar Inc. 
P.O. Box 139 
SOUTHPORT, Connecticut 

06490 

(203) 255-2601 



I 



Slickbar Mk 7 - Continuous length up to 100'; Draft 16", 28" 
and 40"; Freeboard 8"; O/A height 24", 36" and 48"; 
Flotation - polyethylene foam, tear drop shape, 24" long; 
Skirt material - Kevlar* woven fabric impregnated with 
urethane and treated with UV inhibitors; Fabric strength - 
1000 lbs. /in.; Ballast - lead 

Floating Barrier - These barriers control the water flow in 
settling pond/waste ponds and lagoons. Barrier consists of 
6.5" floats fastened to skirt with S/S hardware, ballasted 
with lead. Barriers resist a wide range of corrosive 
chemicals 

Hazardous Material Spill Boom - Completely constructed of 
components which are resistant to most hazardous materials 



Industrial plastics Canada 

Ltd. 
P.O. Box 93 
FORT ERIE, Ontario 
L2A 5M6 

(416) 871-0412 



Slickbar Beach Boom - Continuous length from 50' to 500'; 
Draft 7"; Freeboard 3", O/A height 10"; Flotation - 
polyethylene foam, cylinder shape, 4" dia., 50" long with 
10" between floats; Skirt material - same as either Mk 10 or 
Mk12; Ballast - lead 



*Kevlar is a DuPont Trademark 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPES BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Slickbar Inc. 
P.O. Box 139 
SOUTHPORT, Connecticut 
06490 

(203) 255-2601 



Slickbar Mk 12 - Continuous length up to SO 1 to 100'; Draft 
7", 9" 11" and 13"; Freeboard 5"; O/A height 12", 18" and 
48"; Flotation - polyethylene foam, cylindrical shape, 6.5* 
dia., 50" with 10" between floats; Skirt material - 
Kevlar*/polyester woven fabric impregnated with urethane and 
treated with UV inhibitors; Fabric strength - 500 lbs. /in.; 
Ballast - lead 



Industrial plastics Canada 

Ltd. 
P.O. Box 93 
FORT ERIE, Ontario 

L2A 5M6 

(416) 871-0412 






Slickbar MklO 



Continuous length from 50 ' to 500 ' ; Draft 
11" and 13"; Freeboard 5"; O/A height 12" to 18"; 
polyethylene foam, cylindrical shape, 6.5" 



7", 9' 

Flotation 

dia., 50" long with 10" between floats; Skirt material - 

Kevlar* woven fabric impregnated with urethane and treated 

with UV inhibitors; Fabric strength - 1000 lbs. /in.; Ballast 

- lead 



Slickbar Mk8 - For where winds and waves can be heavy; 
Continuous length up to 100'; Draft of 16" and 40", 
Freedboard 8"; 0"/A height 24" and 48"; Flotation - 
polyethylene foam, tear drop shape, 24" long; Skirt material 
- polyester, coated with urethane; Ballast - lead 



•Kevlar is a DuPont Trademark 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE : BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 





Uniroyal Inc. 






Outer 






Engineered Systems Dept. 


Model 


Mini 


Harbour 


Standard 




312 North Hill Street 












MISHAWAKA, Indiana 


Boom Length 


40' 


40* 


40" 




46544 


Draft 


12" 


24" 


24" 






Freeboard 


6" 


12" 


12" 




(219) 255-2181 


Total Height 


18" 


36" 


36" 






Flotation 

Element 

Flotation 








MINI SEALDBOOM 












Shape 








M 








H 




Flotation 








1 


ROUGH WATER SEALDBOOM 


Length 


27" 


27" 


27" 


to 


STANDARD SEALDBOOM 


Flotation 
Width 


4 x 1.4 


3.4 x 3.75 


5.5 x 1.4 
(in. thick, 
one-ply) 
3.4 x 3.75 
(in. thick, 
one-ply) 






Overall 


1.5 lbs. 


./ft. 3.5 lbs. /ft. 


3 lbs. /ft. 
■ (one-ply) 
5.8 lbs. /ft. 
(two-ply) 






Material 

Ballast 

Colour 






Coated 
















Yellow- 





Mil-Corn Technologies Inc. 
5440 Phillip Street 
Unit 21 

WATERLOO, Ontario 
N2L 4R9 

(519) 885-3123 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE : BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Uniroyal Inc. (Cont'd.) 



Model 



Mini 



Outer 
Harbour 



Standard 



H 

i 

to 



Fabric 
Strength 



parting 
Strength 



500 lbs. /ft. 



11,000 lbs. 



500 lbs. /ft. 



20,000 lbs. 



500 lbs. /ft. 
(one-ply) 
1200 lbs. /ft. 
( two-ply) 
20,000 lbs. 
(one-ply) 
48,000 lbs. 
( two-ply ) 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



United tfcGill Corp. 
2400 Fairwood Avenue 
P.O. Box 820 
COLUMBUS, Ohio 
43216 

(614) 443-0192 

Telex: 245-384 

UNITED FLOTATION SYSTEMS 



United Safety Booms 

- Unsinkable and built of low maintenance materials 






INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE : BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



H 



to 



Versatech Products Inc. 
60 Riverside Drive 
NORTH VANCOUVER, B.C. 
V7H 1T4 

(604) 929-5451 

Contact: Ed Tedeschi 

Telex; 04352686 

"VERSATECH VCR" 

ECONO BOOM 
INSHORE BOOM 
GENERAL PURPOSE BOOM 
RIVER BOOM 



VAN PAK BOOM 



PERMANENT HARBOUR BOOM 



SPECIAL BOOMS 



SILT CURTAINS 



Model 



Econo Boom 



Fabric 



Chain 



Connectors 



El Cheapo Premier 18 oz . 1/4" galv. 'Bennett 1 Alum. 
El Cheapo Segundo 13 oz. 1/4" black 'Bennett' Alum. 
El Cheapo Cheapo 10 oz. 3/16" black 'Bennett' PVC 

All have doubled fabric chain pockets with heat sealed 
seams 

All come in three sizes freeboard/draft 4/7; 6/13; 6/21 

All have 20 4 ft. long floats rolled from closed cell 
polyethelene foam attached to fabric with plated hardware 

All come in 100 ft. lengths 

El Cheapo El Cheapo El Cheapo 
Premier Segundo Cheapo 

4/7 6/13 6/21 4/7 6/13 6/21 4/7 6/13 6/21 



w/100 ft. 145 160 175 130 145 160 85 95 105 

Buoy/wt. 3.2 3.8 3.5 .35 4.2 3.8 5.4 6.5 5.8 

ratio 

Ship Cube 12 15 15 12 15 15 12 15 15 

Budgetary Prices - Canadian Dollars F.O.B. Plant, taxes 

extra 

7.50 9.15 9.90 6.90 8.40 8.90 5.50 6.65 7.50 



Colonial Marine Industries 

Ltd. 
495 Westside Road 
WELLAND, Ontario 
L3B 5X1 

(416) 734-9391 

Contact: Mr. John Misener 

McAllister Pollution 

Control 
410 St. Nicholas Street 
MONTREAL, Quebec 
H2Y 2P5 

(514) 849-2221 

Contact: Mr. Keith Rusby 



CONTROL SYSTEM ACCESSORIES 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



M 
H 



^1 



Versatech Products Inc. (Cont'd.) 

Free- 
Height Board Draft Weight 
Model Incnes +y*-0" +0-V lbs. /ft. 



Inshore 












12 


11.2 


5 




6.2 


1 .3 


18 


17.2 


6 




11.2 


1 .5 


24* 


23.2 


8 




15.2 


1 .7 


36 


35.2 


12 




23.2 


2.2 


General 


Purpose 










7/H 


17.4 


6 




11 .4 


1.9 


12/18 


29.6 


9. 


.5 


20.1 


3.1 


18/18 


35.3 


15 




20.3 


5.9 


River Boom 










6/6* 


12.5 


5. 


,5 


7.0 


2.1 


7/7 


14.5 


6. 


.5 


8.0 


2.6 


9/11* 


21 .0 


8. 


,5 


12.5 


3.2 


Nav-pak 












7/11 


17.4 


6 




11 .4 


1.7 


12/18 


29.6 


1U 




19.6 


2.5 


13/23* 


35-6 


i i 




24.6 


2.8 


18/1b 


35.3 


15. 


.5 


19.8 


4.9 







Storage 








Buoyancy 


Reserve 


Volume 


Tensile 




Approx . 


Weight 


Buoyancy 


cu./ft. 


Member 


Fabric 


Retail 


Ratio 


lbs. /ft. 


100 ft. 


lbs. 


Type 


S/ft. 



3.6 
3.1 

2.7 
2.0 



7.9 
12 
13.5 



4.6 
5.1 
6.8 



10 
23 
23 
22 



3.3 
3.0 
2.8 
2.3 



11 
34 
74 



7.6 
9.9 
18 



15 

47 
55 

106 



16 


5000 


1 


11 


25 


5000 


1 or 2 


13 


33 


5000 


1 


15 


49 


5000 


1 


18 



31 


5000 


2 


15 


80 


5000 


2 


20 


180 


9000 


2 or 3 


36 



22 


14000 


2 or 3 


15 


30 


14000 


2 or 3 


17 


50 


14000 


2 or 3 


21 



20 


5000 


2 


16 


50 


5000 


2 


22 


55 


5000 


2 or 3 


24 


100 


9000 


2 or 3 


36 



*Special Order. Others 
normally in stock. 

1 . 18 oz. vinyl coated 
polyester or nylon 

2. 24 oz. vinyl coated 
polyester or nylon 

3. 28 oz. vinyl coated 
polyester or nylon 

4 . Vinyl coated polyester 
belting 

2. and 3. are available in 
oil resist, coating 

Section Length - All 50 ft. 
except Zooom is 100 ft. 
Special lengths available on 
all models 

Tensile Member - V 
galvanized chain all booms 
except 18/18, G.P., Nav-Pak, 
Zooom and River Booms = 3/8" 
chain and 24/24 Zooom = 1/2" 
chain. Permanent Harbour 
belting is tensile member 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Versatech Products Inc. (Cont'd.) 



Model 





Free- 






Height 


Board 


Draft 


Weight 


Inches 


+V-0" 


+0-V 


lbs. /ft. 



Storage 

Buoyancy Reserve Volume Tensile Approx. 

Weight Buoyancy cu./ft. Member Fabric Retail 

Ratio lbs. /ft. 100 ft. lbs. Type g/ft. 



Inshore Booms have Bennett 
connectors; all others have 
ASTM (proposed) type 
connectors 



Zooom Boom 





7/11* 


17.4 


6 


11 . 


4 


1.4 


12 


15 




7 


5000 




2 




18 




12/18 


29.6 


10.5 


19, 


1 


2.0 


24 


47 




18 


5000 


2 


or 


3 


25 




IB/18 


35.3 


16 


19, 


3 


3.9 


28 


107 




34 


9000 


2 


or 


3 


40 


H 
H 


24/24* 


47.0 


21 


26, 


,0 


5.2 


37 


191 




60 


14000 




3 




60 


1 


Permanent Harbour Boom 
























00 


15 


15 


6 


9 




6.4 


3.8 


18 




96 


17000 




4 




34 




18* 


18 


8 


10 




6.7 


3.6 


17. 


5 


96 


21000 




4 




36 




24 


24 


8 


16 




8.3 


3.4 


17 




105 


28000 




4 




40 




30 


30 


12 


18 




8.9 


3.3 


20 




114 


35000 




4 




44 




36* 


36 


14 


22 




9.5 


3.1 


19. 


,5 


120 


42000 




4 




38 



Handles or grab points 
spaced every 10 feet. 

Anchor points spaced every 
25 feet. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE* BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Vikoma international Ltd. 

88 Place Road 

Co we a 

ISLE OF WIGHT 

Tel: 0893 296021 

Telex: 869111 VIKINT G 



fcj 






Vikoma Polyurethane Booms 

Material - double faced urethane coated 

Weight - 355 G/M2 

Construction - high frequency welded 

Section length - 10 n (standard) 

Connectors - Universal quick release type 

Type of buoyancy - air - 2 non-return valves per section 

Flotation chamber dia. - 255 mm (chain tension CTB) 

Flotation chamber dia. - 177 mm (wire tension WTB) 

Skirt height - 317 mm (CTB) 

Skirt height - 190 mm (WTB) 

Vikoma - Beach Guardian Boom 

Material - double face urethane coated nylon 

Weight - 355 G/M2 

Ultimate tensile strength - 8 tons 

Constructions - high temperature welded giving a two tube 
configuration light with intermittent 
vertical webbing restrainers in the water 
ballast tube 

Section length - 10 m (standard) 

Connectors - Universal quick release type 

Weight (10M section) - 34 kg gross 

Air tube dia. - 254 mm 

Water tube dia. - 490 mm 

Draft floating - 260 mm 

Total height beached - 360 mm 



Marine Equipment Limited 
Barrington Commercial Centre 
3695 Barrington Street 
HALIFAX, M.S. 
B3K 2Y3 

(902) 429-3240 

Telex: 019-22666 

Contact: John V. Lauzon 



INFORMATION ON OIL. SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: BOOM 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



n 

i 



Whittaker Survival Systems 

Division 
Whittaker Corporation 
5159 Baltimore Drive 
LA MESA, California 
92041 

(714) 469-0171 

Telex: 695-440 

TWX: (910) 322-1341 

EXPANDI-OIL BOOM 



Expanding Boom 

Dimensions 
Packaged 

Volume 

Weight per 
section 

Freeboard 

Draft 



Model No. 30 00 

25 m long 

(900 mm x 700 mm 
x 380 mm) 

0.25 m3 
58 kg 

318 mm (12.5") 
445 mm (17.5") 



Model No. 



4300 



15.2 

(850 mm x 1050 mm 
x 300 mm) 

0.27 m3 

80 kg 

508 mm (20") 
584 mm (23") 



Dynamic Environmental 

Equipment Ltd. 
31 Coal Harbour Wharf 
566 Cardero Street 
VANCOUVER, B.C. 
V6G 2W6 

(604) 688-7221 

Telex: c/o 04-53143 



SECTION III 



OIL RECOVERY EQUIPMENT 



OIL RECOVERY EQUIPMENT III 






Manufacturer 

A-B- Gustaf Terling 

Acme Products Co- 

AFL Industries Inc- 

Ant i Pollution Inc. 

Atlas Marketing & Sales Co- 

Central Engineering Co- Inc 

Centrifugal Systems Inc- 

Containment Systems Co- 

Douglas Engineering 

Halliburton Services, MRD 

Lowe Engineering Co- 

LPI Corporation 

flARCO Pollution Control 

hEGATOR Corporation 
Het-Pro Corporation 
Monroe Environmental Corp- 
Nepcco 

Offshore Devices Inc- 



Oil Hop Inc- 

oil Skimmers Inc- 

Pembina Equipment Design 

Co- Ltd- 
Slickbar Inc- 

Sunshine Chemical Corporation 
Super Products Corporation 
Tracor f'lARINE Inc ■ 



PROPOCT 



PML 



Skimmers/pumps 


i 


Skimmers 


2 


Floating skimmers 


3 


Paddlewheel skimmers 


q 


Oil skimmers 


5 


Vacuum 





ilOP/WRINGER 


7 


Mop/wringer 


3 


Weir skimmers 


9 


Skimming boom systems 


lO 


Recovery unit, diskimmer 


ii-x'2 


Incline plane skimmers 


13 


Oil skimming systems. 




vessels 


14-15 


Skimmers 


ib-i? 


Belt skimmers 


18 


Belt, disc skimmers 


19 


Groundwater hydrocarbon 




recovery 


ZU 


Skimming barrier, pollution 




pump, scoop skimming 


■ 


BARRIER 


2i-2b 


Rope mop 


11 


Oil skimmers 


23 


Skimmers 


29 


Skimmers 


30-31 


Skimmers 


32 


Vacuum 


33 


Oil clean-up kit 


34 



OIL RECOVERY EQUIPMENT III 



Page 2 



Manufacturer 



Product 



2M1 



Uniroyal Inc - 

Vac-U-Max 

Versatech Products Inc- 

Vikoma International Ltd. 

(R-EO Wright Associates Inc 



Skimmers 
Oil skimmer 
Skimmers 
Disc skimmers 
Auto skimmers 



35 

36 

37-38 
39-40 

41 






.•- 









INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE : OIL RECOVERY 
EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



A.B. Gustaf Terling 
P.O. Box 1013 
43600 Askim 

SWEDEN 



TERLING GT-185 OIL RECOVERY 



SYSTEM 



Type: 

Screw: 

Driver: 

Capacity: 

Floating System: 

Power Pack: 



Skimmer/Pump 

Archimedes screw with rotating disc 

sealing 

Stainless steel with exchangeable 

stainless steel cutting blades 

Hydraulic motor maximum continuous 

pressure 140 bar 

44.5 M3/hr at 600 RPM (light to medium 

oil) 

Flexible (2 or 3 pontoon) controlled by a 

hydraulic cylinder allowing parallel 

movement of the suction inlet, relative to 

the water surface 

Diesel hydraulic, using an air cooled, 2 

cylinder, four stroke diesel. 19.5 kw at 

2500 RPM. Mounted in a welded steel frame 

with steel cover plates 



Hurum Marine Inc. 
981 rue Pierre Dupuy 
Suite 124 
LONGUEUIL, Quebec 
J4K 1A1 

(514) 463-0160 

Telex: 055-60312 



NOTE: Power pack is manufactured in Canada by Hurum Marine 
Inc . 



By loosening three bolts you can remove the skimmer/pump 
from the frame and by shoveling the oil into the hopper use 
it as a pump for beach cleaning. Remove the hopper and you 
have a submersible pump for transfer at sea or shore. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-OP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE j OIL RECOVERY 
EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



I 
to 



Acme Products Co. 
P.O. Box: 51388 
TULSA, Oklahoma 
74151 

(918) 836-7184 

FLOATING SAUCER 



Models 



5K 17E Skimmer 

SK 39T Tunnel Skimmer 

SK 51T Tunnel Skimmer 

V 39T Vacuum Skimmer 

Aerator - Agitator for maximum oxygen transfer 



Dia. Weight 

17.5" 25 lbs. 

46" 138 lbs. 

63" 285 lbs. 

46" 138 lbs. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-OP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: OIL RECOVERY 
EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



AFL Industries Inc . 
3661 W. Blue Heron Blvd. 
RIVIERA BEACH, Florida 
33404 

(305) 844-5200 

Telex: 803500 



Floating Skimmers (FS-1, FS-2) 

Floating oil skimmers featuring corrosion-resistant 
fiberglass and PVC construction. Skimmers are designed to 
remove surface oil from water. The skimmers operate 
together with oil/water separators to produce a clean 
effluent. The skimmers are very light and are easily 
carried by one person. 



LTS Sales Ltd. 
1325 Shawson Drive 
MISSISSAUGA, Ontario 
L4W 1C4 

(416) 678-2131 

Telex: 069-68509 



3 

i 



FS-1 0-50 US gpm 



FS-2 50-100 US gpm 



Flow rates: 
Dimensions : 
Weights : 



FS-1 
0-50 US gpm 
17" x 17" x 8"H 
7 to 14 lbs. 



FS-2 
50-100 US gpm 
27" x 27" x 8"H 
18 to 30 lbs. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-DP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: OIL RECOVERY 
EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



H 
M 

I 

it* 



Anti Pollution Inc. 
P.O. Box 885 
1325 Front Street 
MORGAN CITY, Louisiana 
70381-0885 

(504) 384-9517 



MODEL B-11 



MODEL D-11 



Portable, diesel or electric powered, hydraulically operated 
paddlewheel skimmer. Available with a variety of 
off-loading pumps. Simultaneous skimming and off-loading. 
Not debris sensitive. Separates oil from water and solid 
debris from oil. Recovers floating solids as well as 
liquids. 





• 




Specifications 
Model B-11 


Model D-11 


Height 






32" 


48" 


Width 






56" 


108" 


Length 






52" 


96" 


Weight 






175 lbs. 


3300 lbs. 


Draft 






4" 


1.5 f t . 


Recovery 


rate 




2940 gal./hr. 


21,000 gal./hr 


Recovery 


effic 


:iency 






up to 






96% 


96% 


Oil viscosity 


range 


diesel fuel to 


diesel fuel to 








#6 crude 


#6 crude 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: OIL RECOVERY 



EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



I 

U1 



Atlas Marketing & Sales Co. 
P.O. Box 31179 
CLEVELAND, Ohio 
44131 

(216) 237-9231 

Telex: 980101 

VL7 OIL SKIMMER 



Description 

- VL7 is power driven by an electric motor and hose is 
threaded by a floating guide hook. 

- Uses are thane hose welded into single continuous loop. 

- Collector hose design increases the skimming area by 50.0% , 
in comparison to 24" belt skimmer. 

- Explosion-proof and totally enclosed motors available. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: OIL RECOVERY 
EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Central Engineering Co. 
4429 West State Street 
MILWAUKEE, Wisconsin 
53208 

(414) 933-4567 



Inc. Vacuum pick-up of surface oil spills through 12" diameter 
hose. Air volume available varies from 12,000 CFM to 
18,000 CFM, depending on model. Equipment is truck-mounted 
for mobility. 



Wheels, Brakes & Equipment 

Limited 
901 Barton Street East 
P.O. Box 411 
Station "B" 
HAMILTON, Ontario 
L8L 7 W6 



VAC- ALL 



(416) 544-5763 



i 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: OIL RECOVERY 



EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Centrifugal Systems Inc. 
8319 Bauman Road 
HOUSTON, Texas 
77022 

(713) 692-7722 

Telex: 791-238 



Petro 



Mop 



- Non-flammable 

- Storage, protected from sunlight, gives indefinite shelf 
life 

- Effective from 200°F to -20°F 



Sanivan 

1705 3rd Avenue 

P.A.T. MONTREAL, Quebec 

H1B 5M9 

(514) 353-9170 ' 

Telex: 05-829559 



I 



PETRO MOP 



MODEL 26 PULLER WRINGER 



MODEL 29 PULLER WRINGER 



Puller Wringers 

- An intermediate size unit which can pull up to 200 ft. of 
6 in . petro mop 

- Reclaims over 100 barrels per hour 



B 



CO 



INFORMATION ON OIL SPILL CONTAINMENT AND TYPE: OIL RECOVERY 

CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE EQUIPMENT 



MANUFACTURER 
AND TRADE NAME TECHNICAL DETAILS SUPPLIER 



Containment Systems Corp. Mop Wringer and Return Pulley 

Mop-Wringer Division 

P.O. Box 1390 - Mop wringers utilize a wringing action to squeeze oil from 

COCOA, Florida an endless web of fibres. When exposed to oil on water, 

32922 the oil adheres to the fibres. A return pulley guides the 

oil-laden fibres back to the unit. 
(305) 632-5640 

- Explosion proof 
Telex: 566-535 

MOP-WRINGER 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE i OIL RECOVERY 
EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Douglas Engineering 
5168 Brookside Lane 
CONCORD, California 
94521 

(415) 827-9040 



SKIM PAK 



\0 



Series 
Capacity (GPH) 
Length (in.) 
Width (in) 
Height ( in. ) 
Draft (in.) 
Weight ( lbs . ) 



2000 



4000 



2000 


4000 


19*5 


26 


19S 


26 


5S 


8 


3 


4 


15 


20 



Fiberglass construction 

Weir automatically adjusts to pump rate 

Standard units work unattended with hose directly attached 
to the bottom of the skimmer 

Optional control wand between hose and skimmer attached to 
the top of the skimmer for operator control 



INFORMATION ON OIL SPILL CONTAINMENT AMD 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILAB LE 



TYPE: OIL RECOVERY 



EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



H 

I 



Halliburton Services, MRD 
P.O. Box 1431 
DUNCAN, Oklahoma 
73536-0448 

(405) 251-3064 

Contact: Marshall Crocker 

FAST RESPONSE UNIT 

SKIMMING BOOM SYSTEM 



Self contained vessel-of-convenience skimming system with 
two 90 bbl marine portable tanks, hydraulic deployment crane 
and positive displacement pumping system. 

- Operating principle: self-adjusting weir 

- Sweep width: over 30 ft. 

- Pump rate: over 350 gpm 

- Optimum tow speed: 1-3/4 knots 

- Power: diesel driven hydraulic system 

- Performance tested at USEPA OHMSETT facility 



400 ft. sweep system 

Requires two tow vessels 

Includes 900 ft. of boom, skimmer, hydraulically driven 

pump float, 6" discharge hose and hydraulic lines, 90 bbl 

marine portable tank, hydraulic crane and diesel driven 

hydraulic power supply 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: OIL RECOVERY 
EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Lowe Engineering Co. 

2 Station Road 

LINCOLN PARK, New Jersey 

07035 

(201) 696-1300, 1301 



H 
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Grease Recovery Unit 



(GRU 



TM) 



A self-cleaning interceptor designed and built for the 
automatic removal of grease and kitchen wastes in 
restaurants, hotels, fast food chains, food processors, 
etc. 

20 gal. to 600 GPM flow rate 

Treated plastic discs 

1/15 HP gearmotor 

6-1/2 RPM 

Carbon steel tank 3/16 thk. 

Stainless steel tank 10 gal. 

plstic scrapers 

1/2" solenoid valve 

1 24 hour timer 

Models 20, 25, 35, 50, 75, 100, 200, 400 and 600 

Note : Model number designates the flow rate capacity 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE : OIL RECOVERY 
EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Lowe Engineering Co. 

2 Station Road 

LINCOLN PARK, New Jersey 

07035 



Diskimmer 



For industrial use 



TM 



(201) 696-1300, 1301 



Electric, gasoline or oil powered from 15 GPH to 300 GPH 
Recovery rate 95% oil - 5% water 



H 
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Model 2 x 2E 

Electric gearmotor drive 1/6 HP TEFC 

2 Treated plastic discs 15 RPM 

2 Removable chutes 

Non-sinkable pontoons (optional) 

20 PS I diaphragm pump 



Model 12 x 4 EE 



30 GPH recovery rate 95% oil - 5% water 

Electric gearmotor drive 1/6 HP 

Electric motor pump drive 1/2 HP TEFC 

4 Treated plastic discs 

4 Removable chutes 

Non-sinkable pontoons (optional) 

20 PSI transfer pump (flexible vane) 

Overall size: 42" x 36" x 24" 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE : OIL RECOVERY 
EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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LPI Corporation 

OSED Division 

P.O. Box 113 

71 Morris Avenue 

DENVILLE, New Jersey 

07834 

(201) 625-0018 

Telex: Davit Sales 
883924 





OSED 33 


OSED 66 


OSED 110 


OSED 220 


Length 


33 ft. 


66 ft. 


110 ft. 




220 ft. 


Beam 


10% ft. 


24 ft. 


42% ft. 




85 ft. 


Draft 


2.8 ft. 


5.7 ft. 


9.4 ft. 




18.8 ft. 


Max. Wave 












Height 


2 ft. 


4 ft. 


6 ft. 




10 ft. 


Speed 












(Knots) 


1-4 


2-5 


2-6 




2-8 


Capacity 


2,000 gal. 


16,000 gal. 


74,000 


gal. 


570,000 gal 


Pick-up 












Rate of 












1 in. 












Thick 












Oil 


1 ,066 GPM 


3,300 GPM 


83,000 


GPM 


283,333 GPi 



TRANSPORTATION I 



Model 33 can be carried on, launched from 
and recovered by tankers, barges and tugs. 
They can be helicoptered to 50 miles off 
shore. Models 33 and 66 (disassembled) 
can be truck-transported or trailered over 
highways. Large models are 
water-transported to spill zones. 



SPILL THICKNESS: Films from a "sheen" to thick layers. 



OPTIONS ! 



Outboard engines, trash screens, 
off-loading pumps, auxiliary generators 
and road trailers. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE : OIL RECOVERY 
EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Marco Pollution Control 
Division of Marco Seattle 
2300 West Commodore Way 
SEATTLE, Washington 
98199 

(206) 285-3200 

Telex: 32—0098 

OIL SKIMMING SYSTEMS 

CLASS XI - VESSEL OF 
OPPORTUNITY SKIMMING SYSTEM 



Specifications (Systems) 
Skimmer dimensions 
Skimmer weight 
Engine(s) 

Skimming system 
Additional equipment 



Class XI VOSS 

20 ft. x 8 ft. 

3,050 lbs. 

1 GM 4-53 ( remote power 
unit) 

1 3 ft. "Filterbelt" 
module and 200 GPM 
discharge pump 

2 x 55 ft. oil diversion 
boom discharge hose 
Hydraulic hose package 
Outrigger spar and mast 
running and standing 

rigging. 

Portable crane . 

2 each, 20 ft. container 
vans (stows entire 
system, except crane) 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: OIL RECOVERY 



EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Marco pollution Control 
(cont'd.) 



OIL SKIMMING VESSELS 

28 FT. CLASS I - OUTBOARD 
POWERED 

34 FT. CLASS 1.1 - OUTBOARD 
POWERED 

36 FT. CLASS I-D - TWIN DIESEL 
I N BOARD/OUTBO A RD 

58 FT. CLASS III - TWIN SCREW 
CATAMARAN 

36 FT. CLASS V-C - REVERSIBLE, 
TRACTOR DRIVE 

50 FT. CLASS VII-B - 
REVERSIBLE, TRACTOR DRIVE 



Specifications 
(Vessels) 

Overall length 
Maximum beam 
Displacement 
Total clearance 
Sump tank capacity 
Gross tonnage 
Crew accom/ 

operators (min.) 
Fuel oil capacity 
Main engine(s) 
Auxiliary engine(s) 
Side thrusters 

Oil recovery 

equipment 



28' Class I 

18 ft. - 0" 
8 ft. - 0" 
6,300 lbs. 

12 bbls. 



SO Ft. Class VIII-B 

49 ft. - 11" 
14 ft. - 11" 
36,000 lbs. 
25 ft. - 0" 
80 bbls. 
25 (est.) 



0/2 2/2 
24 gals, (portable) 348 gals. 
2 @ 50 HP (outboard) 1 GM 6-53 
I « 15 HP (diesel) 1 GM 3-53 
2 @ 16 HP 

one 1 ft. wide one 3 ft. wide 



"filterbelt" 
module oil 
transfer pump 



"filterbelt" 
module; one each 
450 GPM off-load 
pump; one each 
1500 lb. crane; water 
spray booms 



OFFSHORE, TRACTOR DRIVE, 
REVERSIBLE SNIP SKIMMERS TO 
100 FT. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: OIL RECOVERY 



EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Megator Corporation 
562 Alpha Drive 
PITTSBURGH, Pennsylvania 
15238 

(412) 963-9200 



ALPHA STAINLESS STEEL SKIMMER 



MEGATOR SIGMA SKIMMER 



Megator Alpha Stainless Steel Skimmer 

Overall dimensions 40 in. dia., 13 in. high 
Weight 20 lbs. 



Draft 
Freeboard 



9 in. 
4 in . 



Megator Sigma Skimmer 

Overall dimensions 37>* in. (946 mm) overall diameter 
Height 38*j in. (216 mm) 

Operate in a minimum depth of approximately 7" (178 mm) 
Weight 8 kg. (17.6 lbs.) 



Factory Representative 

MSE Engineering Systems Ltd. 
265 Canarctic Drive 
DOWNSVIEW, Ontario 
M3J 2N7 

(416) 661-5646 

Telex: 065-23982 



Complete Recovery Systems 
Available 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: OIL RECOVERY 
EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Megator Corporation 
562 Alpha Drive 
PITTSBURGH, Pennsylvania 
15238 

C4l2) 963-9200 



DELTA MARK II 



MEGATOR SIGMA SKIMMER 



Delta Mark II 

Overall dimensions 

Weight 

Power requirements 

Pump type and' 

capacity 
Pump rate 
Sweep width 
Draft 
Freeboard 



39 in. dia., 16S in. high 
14 lbs. (skimming head only) 

3 HP gasoline, electric or air motor 

Megator sliding-shoe suction pump 

4 to 480 GPM 
39 in. dia. 

7 in. 
9S in. 



Megator Sigma Skimmer 

Overall dimensions 
Height 



Factory Representative 

MSE Engineering Systems Ltd. 
265 Canarctic Drive 
DOWNSVIEW, Ontario 
M3J 2N7 

(416) 661-5646 

Telex: 065-23982 



37\ in. (946 mm) overall dia. 
8S in. (216 mm) 



Operate in a minimum depth of approximately 7 in. (178 mm) 
Weight 8 kg (17.6 lbs.) 

Pump type Megator sliding-shoe suction pump 

Power requirements 3 HP gasoline engine, diesel engine, 

electric motor 
Pump rate 11 gal./min. - 22 gals. max. 
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INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE : OIL RECOVERY 
EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Met-Pro Corporation 
Systems Division 
P.O. box 144 

HARLEYSVILLE, Pennsylvania 
.19438 

(215) 723-6751 



SERIES 7000 SKIMMER 



Belt- type oil skimmer 

Adjustable belt speed 

Upper assembly completely enclosed in upper housing 

Structural steel idler cage and idler assembly to keep 

the belt taut 

AGHA Class III drive assembly 

Belts available for wide range of pH and temperature 

Lower frame length manufactured to meet particular 

application needs 

Belt available in widths of 12 in., 18 in. or 24 in. 



Hugh R. Fielding Ltd. 
55 Glen Cameron Road 
THORNHILL, Ontario 
L3T 1P2 

(416) 889-2985 

OR contact manufacturer 
directly 






INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: OIL RECOVERY 



EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Monroe Environmental 

Corporation 
1 1 Port Avenue 
Box 313 

MONROE, Michigan 
48161 

(313) 242-7654 



MAX-E-CLENE OIL RECOVERY 



UNITS 



Be It- type ORU 

An endless synthetic belt, chain-driven by a sealed motor and speed reducer assembly 
mounted inside the unit housing. Staggered self-adjusting wipers remove the oil which 
drains into a discharge trough. Available fixed or floating. 



MOUNTING DIMENSIONS (IN.) 



Belt 



Width 
(in.) 


Height 


Width 


Depth 


Discharge 
Height 


Pulley 
Immersion 


Motor 
H.P. 


8 


36 


22 


20 


11 


12 


1/6 


12 


72 


284 


26»s 


41 


16 


1/4 - 1 


24 


78 


42% 


26*1 


41 


16 


1/2 - 1 



Recovery Rates (G.P.H.) (U.S.) 



Belt 

Width 

(in.) 



Fuel Oil 

Kerosene 

Mineral Seal 



Disc-type ORU 

Available in fixed or floating type. 



30 Wt. 
Motor Oil 



Bunker "C" 



8 


2-4 


20 - 25 


55 - 60 


12 


5-7 


45 - 50 


80 - 90 


24 


10 - 14 


90 - 100 


160 - 180 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: OIL RECOVERY 



EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



M 



o 



NEPCCO 

Equipment Division 

7 Edgewater Place 

NORWALK., Connecticut 

06855 

(203) 853-1990 

Sales Office: 
(617) 329-6898 



PETROPURGE SYSTEMS 



Petropurge Pump 
Pump 

Motor 

Control panel 



Submersible centrifugal capable of heads 
up to 100 ft. 

Explosion proof, 230 volt, single phase, 
60 cycle available in 1/3, 3/4 and 1*5 HP 
Explosion proof design supplied with 
explosion proof plug and receptacle, 
lighting protector and intrinsically safe 
sensing probe 



Hydropurge Groundwater Drawdown Unit 



Pump 



Control panel 



Submersible centrifugal, stainless steel 

construction, std. 1/2 HP capable of up 

to 28 gpm at 50 ft. TDH 

Explosion proof design with intrinsically 

safe probe, 115 volt, single phase, 

60 cycle 



Acrylic Sampler 

Calibrated in inches and centimetres 
OD = 1.75", wall thickness = 3/16" 
Std. lengths = 14", 22" and 42" 



Teflon Sampler 

OD - 1", wall thickness = 1/8" 

Std. length = 24" 

Any length available upon request 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE : OIL RECOVERY 
EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 






Offshore Devices Inc. 
Summit Industrial Park 
Building #43 
PEABODY , Massachusetts 
01 960 

(617) 286-0767 
(617) 532-3341 

Telex: 4991299 OFFSHORE 



OPEN CLEAN SKIMMING BARRIER 



Open Ocean Skimming Barrier 

Developed for and used by USCG National Strike Force; 
utilizes a combination of rigid panels and flexible 
curtain sections; external tension line provides excellent 
wave conformance.. 

Used in conjunction with three-pump, hydraulic driven 
pumping subsystem. 



Offshore Devices 



Length 

Height 

Draft 

No. of skimming struts 

No. of non-skimming struts 

Weight 

Curtain material 

Non-skimming strut material 
Skimming strut material 
Tension line (external) 



Flotation 



612 ft./187 m 

4 ft./1.2 m 

27 in./69 cm 

6 

96 

16 lbs./ft./23.8 kg/ra 

polyvinyl chloride-coated 

nylon fabric 

galvanized steel 

anodized 6061-T6 aluminum 

4 in. circumference, 52,000 

lbs. tensile strength 

polyester braid 

closed cell foam/air float 

bags 






INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: OIL RECOVERY 
EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Offshore Devices Inc. 
(cont'd. ) 



Ballast 

Tensile strength 
Efficient in waves up to 
Stable in winds up to 
Stable in currents up to 
Skimming speed 
Towing speed 
Deployment time 



galvanized steel/lead/water 

218,000 newtons 

8 ft./2.5 m 

40 knots/ 18 m/s 

3 knots 

approximately 1 to 1.5 knots 

5 knots (streamed) 

30-40 min. for 612 ft. 

section 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: OIL RECOVERY 
EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Offshore Devices Inc. 
(cont'd. ) 



Skimming Barrier Pumping Subsystem 

Used for open ocean spill response; designed for USCG 
skimming barrier. 



Offshore Devices 



SKIMMING BARRIER PUMPING 

SUBSYSTEM 



Pollution 



Pump 






Capacity 

Drive 

Discharge head (maximum) 

Dimensions 

Weight (dry) 

Material (housing) 

Inlets 

Outlets 

Hydraulic supply required 



Maximum hydraulic pressure 
Maximum hydraulic fluid 
Number of pumps/subsystems 
Total capacity 
Weight (deck-mounted) 
Overall weight 
Dimensions 

Maximum oil viscosity 
Maximum hydraulic power 

supply 
Maximum hydraulic temp. 
Hydraulic fluid type 



to 250 gpm/56.8 m3/h 

hydraulic 

50 ft./15.2 m 

17x20x32 in./43x5lx81 cm 

120 lbs./54.4 kg. 

cast anodized aluminum 

3 in. male camlocks 

4 in. male camlocks 
Supply and return from any 

source capable for deliver- 
ing 5 gpm at 2000 psi 

3000 psi 

160°F/71°C 

3 

750 gal./170 m3/h 

4.5x3.5x3 ft. /I .4x1 .1x. 9 m 

550 lbs./249 kg. 

4.5x3.5x3 ft. /1. 4x1 .1x.9 in 

10,000 centistokes 

15 gpm/2200 psi 

160°F/71°C 

Sunvis 921 or Rando HD 46 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPEt OIL RECOVERY 
EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Offshore Devices Inc. 
(cont'd. ) 



SCOOP SKIMMING BARRIER 



Scoop Skimmier Pumping Subsystem 

Designed for quick response to spills in protected waters; 
scaled-down version of offshore skimming barrier used by 
USCG National Strike Force; may be connected to 
containment boom to increase sweep width. 



Offshore Devices 



to 



Overall length 

Draft 

Freeboard 

Total height 

Number of skimming struts 

Number of flotation struts 

Overall weight 

Curtain material 

Sweeping speed 

Sweep width 

Storage space needed 
Tension line (external) 

Ballast 

Flotation 

Operating conditions 

Deployment time 



65 ft. /19.8m 

134 in./34.3 cm 

10»s in./26.7 cm 

24 in./60.9 cm 

2 

18 

approx. 7 lbs. /ft. /10. 4 kg/m 

elastomer- coated nylon 

approx. 1 knot 

40 ft./12.2 m (without 

containment barrier) 
121 cu.ft./3.43 m 3 
6000 lb. tensile double 

braided polyester 
lead 

closed cell foam 
sea state to 3 ft./9 m chop, 

wind up to 20 knots 
5 to 10 min. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE « OIL RECOVERY 
EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Offshore Devices Inc. 
(cont'd. ) 



VESSEL-OF-OPPORTUNITY SKIMMING 



SYSTEM 



M 






Vessel-of-Opportunity Skimming System 

A portable, high capacity offshore oil spill skimming 
system intended for use aboard a single fishing, supply or 
other workboat . 

Included a skimming barrier section (adapted from proven 
USCG skimming barrier) towed alongside vessel by outrigger 
boom; deck mounted hydraulic pumps connected to barrier by 
hoses; double acting hydraulic pumps (750 gpm capacity) 
and oil-water separator. 

Skimming Barrier and Storage/Deployment Rack 



Offshore Devices 



Overall barrier length 
Overall barrier height 
Barrier sweep width 

(one side) 
Barrier draft 
Barrier weight (on rack) 
Rack dimensions 

(with barrier) 
Weight 
Curtain material 

Number of struts 
Skimming strut material 



65 ft./19.8 m 
4 ft./1.2 m 
40 ft./12.2 m 

27 in./69 cm 

1450 lbs-/657 kg 

14x4x4 ft./4.3x1 .2x1 .2 m 

16 lb./ft./23.8 kg/m 
Polyvinyl chloride-coated 

nylon fabric 
6 skimming/4 flotation struts 
anodized 6061-T6 aluminum 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE! OIL RECOVERY 
EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Offshore Devices Inc. 
(cont'd. ) 



VESSEL-OF-OPPORTUNITY SKIMMING 



SYSTEM 



Flotation 

Ballast 

Tensile strength 

Efficient in waves up to 

Stable in winds up to 

Stable in currents up to 

Skimming speed 

Towing speed 



closed cell foam/air float 

bags 
lead/water 
218,000 newtons 
8 ft./2.5 m 
40 knots/18 m/s 
3 knots 

approx . 1 to 1.5 knots 
5 knots (streamed) 



Offshore Devices 
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Oil Mop, Inc. 

P.O. Box P 

145 Keating Drive 

BELLE CHASSE, Los Angeles 

70037 

(504) 394-6110 

Telex: 587486 

Cable Address: OILMOP 

New Orleans 

Answer Back: OIL MOP BCHA 



ROPE MOP 



Rope Mop and Recovery Machinery 

- Various types, capacities available from 350 to 
29,000 gals/hour 



Trecan, Ltd. 
4540 Dixie Road 
MISSISSAUGA, Ontario 
L4W 1N2 



- Unit can be matched with corresponding engines - gasoline, (416) 625-4030 
diesel and electric 

- Units come with or without pumps 

- Trailer or skid mounted 

- Length of rope - as required 

- Mop weight: 0.12 to 1.81 lbs. /ft. 

- Floating tail pulleys - as required 

- Suitable for marine or land base operations 

Description of Operation - The basic system consists of a rope mop, which attracts oil and 
rejects water, and the mop engine, which propels/pulls the pe mop along the water surface 
ro and wrings the collected oil from the rope mop. Since ope mop floats and conforms to 
the r any wave patterns, this system is capable of in varying wave and current 

recovering oil conditions. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
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Oil Skimmers Inc. 
12800 York Road 
P.O. Box 33092 
CLEVELAND, Ohio 
44133 

(216) 237-4600 

Twx: 810-427-9130 

Cable Code : Skimmers 
Cleveland 



Overall Dimensions: 

Power Requirements: 
Storage Capacity: 



50" long x 12-3/8" high x 10 wide 
varying length booms available; 
6 ft., 8 ft., 12 ft., 18 ft. and 
24 ft- 

1/2 HP 1725 rpm, NEMA No. 56, various 
voltages 

500, 1,000, 2,000, 5,000 and 10,000 
gallon units available 



Intools Limited 
83 Galaxy - Unit 26 
REXDALE, Ontario 
M9W 5X6 

(416) 675-1025 

Area Sales Engineers : 

Geoffrey Dreger 
Tom Hill 
John Neale 



MODEL 

BRILL OIL SKIMMER MODEL 6V 
AND BRILL OIL SKIMMER MODEL 5H 
WITH MOUNTING SYSTEMS 
AVAILABLE 



PLEASE NOTE: We have a change of address and a change of 
supplier in Canada 



Serviquip Ltee. 
C.P./P.O. Box 394 
St . Laurent 
MONTREAL, Quebec 
H4L 4V6 

(514) 747-5455 

Area Sales Engineer ; 

C.W. (Bill) Knight 

Twx: 05-826652 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE* OIL RECOVERY EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



H 

I 



Pembina Equipment 

Design Co. Ltd. 

P.O. Box 1994 

DRAYTON VALLEY, Alberta 

TOE 0M0 

(403) 542-5518 

1040 Hunderdale Place N.W. 
Calgary, ALBERTA 
T2K 4R8 

(403) 274-3330 



Specification: 
Skimmer Weir Width 
Overall Length 
Overall Width 
Overall Height: Min. 
Max. 
Weight (lbs.) 
Suction Size 
Rate Capabilities (GPM) 



8" 


4" 


Mini 


96" 


48" 


24" 


66" 


66" 


42" 


124" 


77" 


40" 


26" 


26" 


26" 


30" 


30" 


30" 


184 


122 


87 


3/3" 


2/3" 


1/3" 


0-1050 


0-700 


0-280 



Sanivan Inc. 

1705 3e Avenue 

P.A.T., MONTREAL, Quebec 

H1B 5M9 



PEDCO 



AUTOMATIC SKIMMER 



MINI SKIMMER 



ICE SKIMMER 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE : OIL RECOVERY EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



n 



UJ 



Slickbar Inc. 
P.O. Box 139 
SOUTHPORT, Connecticut 
06490 

(203) 255-2601 



VARIOUS MODELS: 



SLICKSKIM MODEL 60 



SLICKSKIM MODEL 160 



TRANS-VAC OIL RECOVERY SYSTEM 
500 D 

12M OIL/DEBRIS SKIMMER 
(VESSEL) 



Slickskim Model 60 

Overall Dimensions Pump - 34 in. x 29 in. x 36 in. 

Flexible or rigid manta ray skimmer 
head 63 in. x 39 in. x 6.5 in. 



Weight 

Power Requirements 

Pump Type and 
Capacity 

Pump Rate 

Suction Hose 

Discharge Hose 

Sweep Depth 



500 lbs. total system weight 

Motors for pump operation include 4 HP 
diesel, 7 HP gasoline or 1.5 HP 
electric 

Self-priming, diaphragm type, 86 BPH 



60 GPM 

3 in. I.D., 70 ft. supplied in 10 ft. 
lengths with hose floats and quick 
disconnect couplings 

3 in. I.D., 50 ft. supplied in 25 ft. 
lengths with quick disconnect 
couplings 

Flexible head - 1/2 in. or 1 in. 
opening 



Industrial Plastics Canada 

Ltd. 
P.O. Box 93 
FORT ERIE, Ontario 
L2A 5M6 

(416) 871-0412 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-OP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPEj OIL RECOVERY EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



a 






Slickbar Inc. (Cont'd) 


Ope rati 


ng 


Principle: Self-lei 


P.O. Box 139 






pump on] 


SQUTHPORT, Connecticut 








06490 


Length 




3 ft. 


(203) 255-2601 


Width 




2 ft. 




Height 




Aluminum model 



SLURP* 



*SLURP is a registered 
trademark of Exxon 
Corporation 



Weight 



Discharge 
Capacity 

Hose 



Stainless steel model 

Aluminum model 
Stainless steel model 

Aluminum model 
Stainless steel model 



Inside diameter 1.5 in. 
Outside diameter 1.9 in. 
Hose weight 0.38 lbs. /ft. 



.< 


3 ft. 




1 .: 


25 ft 




36 


lbs. 




57 


lbs. 




19 


gal. 


/min 


44 


gal . 


/min 



Industrial Plastics Canada 

Ltd. 
P.O. Box 93 
FORT ERIE, Ontario 
L2A 5M6 

(416) 871-0412 



Versatech Products Inc. 
60 Riverside Drive 
NORTH VANCOUVER, B.C. 
V7H 1T4 



(604) 929-5451 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPEi OIL RECOVERY EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



i i 

B 

i 

to 



Sunshine Chemical Corporation 
P.O. Box 5534 
JACKSONVILLE, Florida 
322D7 

(904) 356-1733 

Also 

Sunshine Chemical Corporation 

P.O. Box 17041 

WEST HARTFORD, Connecticut 

06117 

(203J 232-9227 



SEA BROOM 



Overall Dimensions 48 in. dia. x 18 in. high 



DART 



Weight 



125 lbs. 



Power Requirements 5 HP, 4 cycle gas engine (supplied) 



Pump Type and 
Capacity 

Pump Rate 

Sweep Width 

Draft 

Freeboard 



Centrifugal gear pump, capacity 500 
BPH 

715 GPM, maximum head 31 ft. 

48 in. dia., 360" recovery 

6 in.) 

) both adjustable 

12 in.) 



SURFACE FILM MEASURING INSTRUMENT 2 in. dia. x 18 in. high, 
weight 2 lbs. (used to measure the thickness of petroleum 
film floating on the surface of the water j as in a spill on 
rivers or lakes). 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE I OIL RECOVERY EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Super Products Corp. 
P.O. Box 27225 
MILWAUKEE, Wisconsin 
53227 

also 



Industrial vacuum loader capable of recovering oil spills 
through 8 in. dia. hose and smaller diameters. Recovery is 
accomplished through use of a rotary and positive 
displacement vacuum pump. Equipment is typically truck 
mounted . 



Wag ax Industries Ltd. 
350 Sparks Street 
OTTAWA, Ontario 
K1R 7S8 

(613) 238-7291 



H 



U> 



17000 W. Cleveland Avenue 
NEW BERLIN, Wisconsin 
53151 

(414) 784-7100 



SUPERSUCKER 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPES OIL RECOVERY EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



OJ 



Tracer Marine Inc. 

P.O. Box 13107 

Port Everglades Station 

FORT LAUDERDALE, Florida 

33316 

(305) 463-1211 
Twx: 510-955-9864 



SPILLED OIL CLEANUP KIT (SOCK) 



OFFSHORE SKIMMER 



Description ** 

The sock is a vessel of opportunity offshore oil skimmer. Oil is collected by a wave- 
conforming skimming unit and pumped by a positive displacement pump into storage. 



Length 

Height 

Width 

Draft 

Weight 

Power Requirements 

Pump Type and Capacity 

Auxiliary Equipment 



Operators Required 

Skimming Speed 

Oil Storage Capacity 

Debris Handling 

Throughput Efficiency 
Recovery Rate 

Recovery Efficiency 
Operation Conditions 



Product Experience 



►CONTACT TRACOR MARINE 



51 ft. folds to 5 ft. for shipping 

10.5 ft. folds to 4 ft. for shipping 

29 ft. 

4.5 ft at aft end 

7,000 lbs. 

Diesel power source included with skimmer 

Positive displacement with a capacity of 330 gpm 

Launching system, power supply, pumping system, supply 

vessels and oil storage. Shipping size 7 ft. 6 in. x 7 ft. 6 

in. x 35 ft. Support vessels also available. 

1 operator; 2 additional personnel for deployment and 

recovery 

Up to 1 .8 kt. 

300 bbl storage unit available as an option 

Capable of handling debris of any size - 3 stages of 

filtration 

50 to 100% depending on wave height 

Up to 300 gpm for oil and about 150 gpm for emulsions with 

viscosities of 2,000 cSt 

Up to 100% 

Sea state - up to 8 ft. waves 

Temperature - any ocean temperature 

Oil viscosity - up to 5,000 cSt 

The skimmers were used for several months on the IXTOC 1 well 

blow-out in the Gulf of Mexico. Also operated in Alaska. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE j OIL RECOVERY EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Uniroyal Inc. 
Engineering Systems Dept. 
312 North Hill Street 
MISHAWAKA, Indiana 
46544 



Portable, self-adjusting vacuum skimmer Mil-Com Technologies Inc. 

440 Phillip Street 
- May be operated with vacuum tankers in addition to its Unit 21 
own pump and motor WATERLOO, Ontario 

N2L 5R9 



SKIMMER 



(519) 885-3123 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPEt OIL RECOVERY EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Vac-U-Max 

37 Rutgers Street 

BELLEVILLE, New Jersey 

07109 

(201) 759-4400 
Telex: 138931 



Shadrack Engineering Ltd. 

3251 Kennedy Road 

Unit a 

SCARBOROUGH, Ontario 

M1V 2J9 



Portable, air-operated oil skimmer. Used for skimming, 

clean-up and collection of oil from water surfaces. 

Operates on compressed air at nominal 60 psij uses no 

electric motors or fuel engines. Handles up to #4 weight 

oil and most entrained material able to pass through 2 in. 

inlet. Equipment includes jet venturi suction unit; 2 in. 

inlet; automatic liquid cut-off to prevent overfilling; hose (416) 293-3100 

adapter; quick disconnect assembly; 25 ft. static conductive 

supply air hose; 55 gallon recovery drum; drain valve; dolly 

with casters. Oil skimmer wand and 15 ft. hose. Can be 

used with open or closed top drum. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE j OIL RECOVERY EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



H 



Versatech Products Inc. 
60 Riverside Drive 
NORTH VANCOUVER, B.C. 
V7H 1T4 

(604) 929-5451 

Telex: 04352686 "VERSTECH 
VCR" 



Length (overall) 

Beam 

Draft - ( loaded) 

Freeboard - (loaded) 

Shipping Height 

Power 

Propulsion and Steering 

Design speed 

Oil Pickup 



24 ft. 

8 ft. 

3 ft. 

2 ft. 

8 ft. 

70 HP diesel hydraulic 

hydraulic out drive 

7 knots 

100 gpm 



Colonial Marine Industries 

Ltd. 
495 Westside Road 
WELL AND, Ontario 
L3B 5X1 

(416) 734-9391 

Mr . John Misener 



-J 



MARK 3 SKIMMER 



Also available: MARK 6, 9, 
10, 11 and 12 



Larger or higher speed than Mark 3 ■ 



McAllister Pollution Control 
410 St. Nicholas Street 
MONTREAL, Quebec 
H2Y 2P5 

(514) 849-2221 

Mr. Keith Rusby 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE > OIL RECOVERY EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Versatech Products Inc. 
(cont'd) 



H 

H 



oo 



DISC SKIMMERS MI 2 and MI 30 



SEA HAWK OIL RECOVERY SYSTEM 



Disc Skimmers 



Specifications 






MI 2 




MI 30 


Diameter 






26 in. 




50 in. 


Height 






11 in. 




22 in. 


Draft 






2h in. 




8 in. 


Weight 






40 lbs. 




182 lbs. 


Effective in Waves 






0-1 ft. 




0-3 ft. 


Recovery Rate (theo) 






8.8 US i 


gpm 


132 US gpra 


Portability 






1 man 




2 men 


Sea 


Hawk 


Oil 


Recovery 


System 





- Oil to water recovery ratio of 9:1 

- No moving parts; no auxilliary power required 

- Operates equally in currents, open water and quiet water 

- Entire system may be transported in a pickup truck and 
operated from a small boat 

- Universal US navy boom connectors assure compatibility 
with virtually all major oil containment booms 



Specifications 

Diameter 
Height 
Weight 
Capacity 



4 ft. 

2 ft. 

95 lbs. 

approximately 100 gallons 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPEt OIL RECOVERY EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



fi 






Vikoma International Ltd. 

88 Place Road 

COWES 

Isle of Wight 

Tel: 0983 296021 

Telex: 869111 VIKINT G 



Disc Skimmers 





KEBAB 

600 

Skimmer 

5 


Vikoma 

Sea- 
Skintner 
50 


Komara 

12K 
(Hydr. 
Drive) 

32 


Vikoma 

Sea- 
Skimmer 
100 


Discs 


44 


80 


Buoyancy 


Fixed 


Fixed 


Fixed 


Auto Control 


Weight 


21 lbs. 


1100 lbs. 


125 lbs. 


2,050 lbs. 


Height 


~ 


55.5 in. 


17 in. 


8 ft. 4 in. 


Max. 
Dia. 


— 


— 


46 in. 


10 ft. 9 in. 


Draft 


4 in. 


14-16 in. 


7 in. 


5 ft. 


Power 


12V battery 
or mains 
via 
converter 


Remote 
hydraulic 
power pack 


Hydraulic 
power pack 


Remote 
hydraulic 
power pack 



Marine Equipment Ltd. 
Barrington Commercial Centre 
3695 Barrington Street 
HALIFAX, N.S. 
B3K 2Y3 

(902) 429-3240 

Telex: 019-22666 

Contact: John Lauzon 



Recovery up to 600 up to 50 up to 12 up to 100 
Capacity litres/hr. tons/hr- tons/hr. tons/hr. 



Discs mounted in torold giving pickup through 360° 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPEt OIL RECOVERY EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Vikoma International Ltd. 
(Cont'd) 



The KEBAB skimmers are intended for continuous operations in 
gravity separators, ponds, treating contaminated industrial 
process and cooling waters* Virtually any floating and 
mobile contaminant is removed. 



Two versions are commercially available: 



4k 

o 



Fixed KEBAB Skimmer - For low water level change situations. 
Employing up to 28 discs in two disc module units, this 
version employs a bridge structure to straddle AP1 type 
separator ponds. Collected oil is discharged into existing 
pipe weir separators. The fixed KEBAB operates continuously 
and is designed for safe operations in flammable 
atmosphere. 

Oil pickup rate up to 28 tons/hour. 

Floating KEBAB Skimmer - For raulti- locations use or 
situations with large water level changes. Employs 14 discs 
in one disc module. Unit comprises an oil skimming head 
with oil discharge pump and store based electro hydraulic 
power pack. The unit is designed for continuous operations 
in flammable atmosphere. 

Oil pickup rate up to 14 tons/ hour . 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE i OIL RECOVERY EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 





I 
ft 



R.E. Wright Associates Inc. 
3240 Schoolhouse Road 
MIDDLETOWN, Pennsylvania 
17057 

(717) 944-5501 



AUTO- SKIMMER 



O ptional Equipment 

- Recovery vessels available 
from 1-5/8 in O.D. to 4-1/2 
in. O.D. 

- Winterizing kit 



- Totally automatic recovery of floating hydrocarbons from 
water wells of 2 in. and up in diameter. 

- Works with or without a groundwater depression pump. 

- Automatically locates and adjusts to liquid level 
fluctuations . 

- Leaves no measurable free product on the water surface. 

- Moved easily by one person from well to well and installs 
in less than 20 minutes. 

- Utilizes an integral pressure type oil/water separator. 

Equipment Specifications 

Weight 450 lbs. 

Dimensions 32 W x 38 L x 50 W inches 

Electrical requirements 115 V.A.C 

Electrical Specifications Class 1, Division 1, Group C & D 

Pump self-priming, corrosive 

resistant, low shear gear pump 
Construction mid wheel, fabricated frame, with 

retractable handles and leveling 

feet 



SECTION IV 



OIL WATER SEPARATORS 



OIL WATER SEPARATORS IV 



Manufacturer 

AFL Industries Inc- 
Alfa-Laval Limited 
McTighe Industries Inc. 
Munters Corporation 
Offshore Devices Inc- 
Oil Mop Inc- 
Serfilco Ltd- 
Versatech Products Inc- 
Wylie Oil Spill Recovery 
Systems 



Product 



PAfii 



Mobile unit 


1 


Centrifugal operation 


2 


Permanent-in-line 


3 


Permanent-in-line 


4 


Permanent-in-line 


5-5 


Permanent or portable 


7 


Permanent- in-line 


3 


Floating and fixed 


9 



Floating 



10 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: OIL WATER SEPARATORS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



3 

i 



hVL Industries Inc. 

3661 West Blue Heron Blvd. 

RIVIERA BEACH, Florida 

33404 

(305) 844-5200 

Telex: 803500 

MODELS 

VTC-20 

VTC-50 

VTC-100 

VTC-200 

VTC-300 

VTC-400 



Vertical Tube Coalescing Separators (VTC) 

Oil/water separators featuring a corrosion- resistant 
fiberglass tank with PVC piping and polypropylene coalescing 
media. Separators are compact in size and light in weight 
for ease of transport. Separators are suitable for trailer 
mounting . 

Single Module Flow Rates : 20 to 400 USgpra 



LTS Sales Ltd. 
1325 Shawson Drive 
MISSISSAUGA, Ontario 
L4W 1C4 

(416) 678-2131 

Telex: 069-68509 



Separator 



Length 6 ft.-O in. 
Width 2 ft. -4 in. 
Height 4 ft. -4 in. 



to 10 ft. -6 in. 
to 8 ft. -4 in. 
to 6 ft. -4 in. 



Separator Weight Empty - 400 to 2500 lbs. 

Operating - 3000 to 26,000 lbs- 



Piping Sizes 
Options 



3 in. to 8 in. 

Built in oil holding tank. Pumping 
systems for transfer of oil, sludge, 
influent and effluent. Immersion heater 
systems . 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPEi 



OIL WATER SEPARATORS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



I 



Alfa-Laval Limited 
113 Park street South 
PETERBOROUGH, Ontario 
K9J 3R8 

(705) 745-5735 

Telex: 06-962811 

Cable: Lavalco, Peterborough 



Alfa-Laval Inc. 
2115 Lmwood Avenue 
FORT LEE, New Jersey 
07024 



Description 

Oil/water separation by centrifugal force. 

Specifications 



Capacity 
Power Required 

Feed 

Discharge 

Separation 



225-19000 L/hr 

.75 - 20 KW 

1-25 HP 

by external pump 

by internal pump 

to 15 ppm of one liquid in the other 



(201) 592-7800 



I 



(516) 588-5800 



PETRO PAK 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: OIL WATER SEPARATORS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



McTighe Industries Inc. 
1615 9th Avenue 
Suite 1 South 
BOHEMIA, New York 
11716 



Oleophilic strands intercept 

oil particles less than 20 microns in size. 

Corrosion resistant with 20 year warranty on the stem 

housing 

Variable units from 24 GPM to 2250 GPM 



PRODUCT SAVER 



I 



INFORMATION ON OIL SPILL CONTAINMENT AMD 
CLEAN-OP EQUIPMENT COMMERCIALLY, AVAILABLE 



TYPE j OIL WATER SEPARATORS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Munters Corporation 
P.O. Box 6428 
FORT MYERS, Florida 
3 3911 

(813) 936-1555 

Telex: 5-2785 



Reversing Cross flow plate Separators 



Canadian Effluent Treatment 

Inc. 
512-10 Overlea Drive 
KITCHENER, Ontario 
N2M 5B8 

(519) 579-8807 









INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: OIL HATER SEPARATORS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



3 

I 



Offahc 


ire Devices 


Inc. 


Summit 


. Industrial 


Park 


Building #43 




PEABODY, Massachusetts 


01960 






(617) 


286-0767 




(617) 


532-3341 





Type 

Material 

Nominal flow rate 

Weight (empty) 

Weight (full) 

Dimensions 



1200 Gallon Separator 

gravity 

steel 

200 gpm/45 m3/h 

2000 lb/907 kg 

10,000 lbs. /4, 536 kg 

10 x 5 x 6.5 ft./3 x 1.5 x2m 



Offshore Devices 



Telex: 4991299 OFFSHORE 



1200 GALLON OIL WATER 
SEPARATOR 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-OP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: OIL WATER SEPARATORS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Offshore Devices Inc. 
(Cont'd) 



350 GALLON SEPARATOR 



350 Gallon Oil-Water Separator 

A rectangular, aluminum gravity- type separator with twelve 
sequential compartments; extensive baffling included to 
dampen fluid motions; designed for use with scoop coastal 
oil spill clean-up system. 



Offshore Devices 



t 



Capacity 

Material 

Length 

Width 

Height 

Weight (empty) 

Weight (full) 

inlet 

Water Outlet 

Oil Outlet 

Number of Compartments 

Effective Flowrate 



350 gallons/ 1325 litre 

welded 1/8 in. 6061-T6 aluminum 

57 in./145 cm. 

36 in/91 cm. 

46 in./ 11 7 cm (without fittings) 

450 lbs./204 kgs. 

3400 lbs. /1 542 kgs. 

4 in. male camlock 

3 in. male camlock 

4 in. male camlock 
12 

up to 200 gpm/45.4 m3/hr., 
depending on oil type 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE i OIL WATER SEPARATORS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



I 



Oil Mop Inc. 

P.O. Box P 

145 Keating Drive 

BELLE CHASSE, Louisiana 

70037 

(504) 394-6110 
Telex: 587486 

Answer back: OIL MOP BCHA 

Cable Address: OIL MOP 

New Orleans 



Unit 

Capacity 

Dry Weight 

Flooded 
Weight 



R-10 

10 GMP 

BO lbs. 

141 lbs. 



R-30 
30 GPM 
700 lbs. 
1,200 lbs. 



R-50 
50 GPM 
3,000 lbs. 
11,000 lbs. 



Description of Operation - Oil Mop Inc.'s R-10, R-30 and 
R-50 oil/water separators use a yarn-wound, disposable 
coalescing filter, capable of polishing water to less than 
15 ppm oil content 

New Unit 



Trecan Ltd. 
4540 Dixie Road 
M1SSISSAUGA, Ontario 
L4W 1N2 

(416) 625-4030 



Model 
Capacity 
Dry Weight 
Flooded Weight 



R-20-T O/W separator 
20 GPM 
2,000 lbs. 
4,000 lbs. 



IMCO approved 



Description of Operation - Oil Mop Inc.'s R-20-T is 
combination oil/water separator. The first stage - uses 
vortex/plate- type separation technique, which reduces free 
oil and solids to a minimum. The second stage employs OMI's 
filter-type coalascer for final polishing. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE i OIL WATER SEPARATORS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Serfilco Ltd. 
1234 Depot Street 
GLENVIEW, Illinois 
68025 

Telex: 253699 



System consists of chamber (normally CPVC) containing a 
coalescing element; pump and motor* Where necessary, a 
pre-filter unit can be used to remove solids. 

The unit separates oil and water by coalescing and gravity 
separation. The oil/water mix is pumped through the 
coalescing element, which holds the small oil particles 
until they grow large enough to float off. Accummulated oil 



Cancoppas Limited 

1047 North Service Road East 

OAKVILLE, Ontario 

L6H 1A6 

(416) 845-4841 



SERFILCO SEPARATION COALESCE R is bled off at top. 



I 

00 



Model 2F BKG 
4F BKG 



2F BKG - 9 GPM 

- 1 i (6 x 11) element 

2 in. inlet and outlet 

- 8 5/8 in. dia. x 52 in. high 



4F BKG - 40 GPM 

- 4 H6 x 11) element 
2 in. inlet and outlet 
20 in. dia. x 36 in. high 



Flow rates based on 150 SSU oil/water systems. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE! OIL WATER SEPARATORS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Versatech Products Inc. 
faO Riverside Drive 
NORTH VANCOUVER, B.C. 
V7H 1T4 

1604) 929-5451 

Telex: 04352686 VERSTECH VCR 

FLOATING OIL/WATER SEPARATOR 

CLOSED, LIFTABLE FABRIC 
OIL/WATER STORAGE CONTAINERS 



Freeboard 

Draft 

Total Height 

Cone Diameter 

Capacity 

Weight 

Construction 



Floating Oil/Water Separator 
13 in. 
48 in. 
61 in. 
4 ft. 8 in. 

190 gallons (S.G. .95) 
Approximately 70 lbs . 



Cone Rotary molded polyethylene, foam filled c/w 2 in. 

polyethylene pipe, welded in place and fitted with 2 
in. male camlock. 

Skirt PVC coated nylon fabric, with lead ballast sealed 
into bottom. 

Manufactured in capacities of from one to ten tons. These 
ballon-shaped fabric storage containers can be suspended for 
gravity separation of skimmer discharge. Water can be bled 
off through 3 in. ball valve and remaining oil returned to 
permanent storage. 



Colonial Marine Industries 

Ltd. 
495 Westside Road 
WELLAND, Ontario 
L3B 5X1 

(416) 734-9391 

Mr. John Misener 



McAllister Pollution Control 
410 St. Nicholas Street 
MONTREAL, Quebec 
H2Y. 2P5 



(514) 849-2221 
Mr. Keith Rusby 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-OP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: OIL WATER SEPARATORS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Wylie Oilspill Recovery 

Systems 
2821 Went worth Road 
COURTENAY, B.C. 
V9N 6B7 



Water/oil collection unit to separation tank. Oil removed 
from tank. 



Model 



M.P. 150 
W.T. 75 
O.G. 1000 



Capacity 
L/Hour 


Wt . /Kg . 


150 


10 


7500 


750 


88,000 


10,000 



SECTION V 



DETECTION DEVICES 



DETECTION DEVICES V 



Manufacturer 



Product 



Page 



Invalco Measurement and 
Control Division of 
Combustion Engineering 



b.Q.W- monitor 



Hetritape Inc- 
pollulert systems. 
Sentex Sensing Technology 

Inc- 
Total Containment 

International Inc. 



Tank overfill prevention 
Fluid detection system 

Portable gas chromatogkaph 

Leak detection system 



i 
3 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: DETECTION DEVICES 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Invalco Measurement & Control 
Division of Combustion 

Engineering Inc. 
P.O. Box 556 
TULSA, Oklahoma 
74101 

(918) 834-5671 



Dispersed oil in water monitor can detect oil in water 
normally in range of 0-150 ppm 

Accuracy: +5% 

Operates to temperatures up to 150° 

Working pressure of 60 PSIG (100 PSIG test) 

Dual beam light measuring system-visible/UV, ratio 

Power supply: 95-130 VAC, single phase, 60 Hz, 60 watts 

Input range (crude, fuel, oils): 0-150 ppra standard, 
0-20 ppm optional 

Ambient temperature: 40°F to 150°F 

Analog output: 4-20 ma. 

Standard status outputs - SPDT isolated dry contact closure 
rated at 3 amps non-inductive 

Automatic cell cleaning mechanism 

Two adjustable set points for output alarm actuation 

Either weather proof or explosion proof housings 

1/4 in. NPT inlet and outlet sampling connections 



Invalco Measurement & 

Control 
Division of Combustion 

Engineering Inc. 
P.O. Box 556 
TULSA, Oklahoma 
74101 

(918) 834-5671 

Local Distributor 

MacDonald Process Equipment 

Ltd. 
133 The West Mall, Unit 2 
ET0BIC0KE, Ontario 
M9C IC2 

(416) 626-7300 

Telex: 06-98466 
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INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE i DETECTION DEVICES 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Metritape Inc. 
P.O. Box 2366 
LITTLETON, Massachusetts 
01460 

(617) 369-7500 
Telex: 923492 

METRIMASTER 



TRICON-I 



TRIPAC 



DIGILERT 



Single or multi-channel line-powered level and temperature 
gauging systems with multiple fill alarms for over-fill 
prevention. 

Intrinsically safe for closed tank gauging in explosive 
atmospheres. 

Metritape sensors contain no moving parts and can be easily 
installed without personnel entry into tank. 

Provides precise digital or analog display ( local and/or 
remote); level accurate to 1 cm. (2/5 in.), display in 
inches, feet or metres, temperature in degrees C or F. 

Linear auxiliary output available. 

Microprocessor- based system with same features plus volume 
display and RS232C output for computer interface. 

Low-cost digital level/temp display with level alarms and 
auxiliary outputs, 1/4 DIN panel mounting. 

Portable, intrisically safe battery powered digital display 
with high and overfill alarms; for use with fixed Metritape 
level or level/ temp sensors as above. 



CD Nova Tech Inc. 
95 Glencameron Road 
THORNHILL, Ontario 
L3T 1N8 

(416) 731-6043 

Telex: 06-964507 

Hydrometeo Inc. 
1930 Champlain Street 
Suite 30 

MONTREAL, Quebec 
H2L 2S8 

(514) 522-3149 

Telex: 055-62171 MTL 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: DETECTION DEVICES 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 






Pollulert Systems 

Mai lory Components Group 

P.O. box 706 

INDIANAPOLIS, Indiana 

46206 

(317) 856-3357 



POLLULERT 



FD102 Pollulert 

Fluid detection system senses air, water or hydrocarbons 

Operates 24 hours a day 

Choice of ground water or surface water probes 

Up to 10 probes can be monitored by one control centre 

Temperature range -40°C to +50°C 

Additional accessories available 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



TYPE i DETECTION 
DEVICE 



SUPPLIER 



Sentex Sensing Technology Inc. 
553 Broad Avenue 
RIDGEFIELD, New Jersey 07657 

(201) 945-3694 
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THE SCENTOR 



Portable Gas Chroma tograph 

An automated portable GC which provides a complete vapour 
analysis on site without the need for an external recorder 
or gas cylinders. Completely self-contained, it can 
function unattended, perform periodic analysis and 
automatically calibrate with a pre-selected frequency. 
Instantaneous calculation and printout of vapour 
concentrations are provided. 

Sample injection, chromatographic separation, detection, 
retention time measurement and peak integration are obtained 
automatically. The liquid crystal display continuously 
indicates status, and time weighted averages of all 
compounds can be printed at the end of a pre-selected time, 
along with highest and lowest concentration levels, the date 
and time of detection. 



Safety Supply Canada 
214 King Street East 
Toronto, Ontario 
M5A 1J8 

(416) 364-3234 



Size 5V' x 18" x 18" (briefcase style) 
Weight 40 lbs. (approx.) 






INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE; DETECTION DEVICE 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Total Containment 

International Inc. 
215 Colonnade Road 
NEPEAN, Ontario 
K2E 7K3 



Group 1 

Containment and detection of leaks from buried storage tanks 
and pipelines 



< 
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(613) 226-4873 

Tele*: 0534379 Hambro, Ott. 



HAZ-TANK 

HAZ-BAG 

HAZ-SLEEVE 

PAC SYSTEM FOR PIPELINES 

GRAPE-LINE SYSTEM - 



( 1 ) HAZ-TANK 6 mm thick rotation moulded high density 
polyethlene tank installed over a typical buried 
storage tank with leak detection between the two 
walls. 

(2) HAZ-BAG similar to the HAZ-TANK except 100 mil 

HDPE sheeting is used with rotation moulded end caps. 

(3) HAZ-SLEEVE - Secondary piping and leak detection system 
for associated tank piping. 



(4) p.A.c. system for pipelines - a sleeve is installed 

around this pipe over its length in conjunction with a 
leak detection/location system. 



(5) Grapeline system - a leak detection system used outside 
of secondary containment system in probes and U duct 

applications. 



SECTION VI 



MISCELLANEOUS EQUIPMENT 



MISCELLANEOUS EQUIPMENT VI 



I'lAHUFACTURER 

AFL Industries Inc. 
(Frank) Ayles & Associates 

Brant Packaging & Hfg- Ltd- 
Caldwell Industries Ltd- 
Chem-Technics Inc- 

Clark Products Co- Inc- 
construction alds technology 

Inc- 
Fabrico 
Gilkes Inc- 
hurum i1arine inc- 

(Walter) Kidde & Co- Inc ■ 

Levitt Safety Ltd- 
Marine Pollution Control 
fiARKLE Service Rescue & 

Recovery Concepts 
HDA Scientific Inc- 
Hegator Corporation 
(Frank) Nohn a/S 
Offshore Devices 
Oil Hop Inc- 
Pierce Mfg- Inc- 
Protective Plastics Ltd- 
(Warren) Rupp-Houdaille Inc- 
San i van Marine Inc- 
Seaward International Inc- 



Product 


page 


Oil stop valve 


1 


Portable vacuum, thermal 




imager 


2-3 


Protective clothing 


4 


Flame resistant clothing 


S 


Spill arrester, waste 




handling 


G 


Spills stopper 


7 


Plug'n dike, Plug'n patch, 




plug kug 


8 


Polyethylene liners 


b 


Portable turbo pump 


lU 


Oil boom accessories, 




WORKBOAT 


il-i2 


Hi -pressure washers, steam 




cleaners 


X3-i4 


Safety items 


i5 


Pump system 


16 


Air lifting bags 


17 


Alarms, oxygen monitor 


18 


Pumps 


19 


Pumps 


20 


Scoop workboat 


21 


Hand mop 


22 


Hydrovac system 


23 


Spillage pan system (track) 


24 


Pump (air) 


25 



Catch basin cap 
Containment and clean-up 
package 



27 



MISCELLANEOUS EQUIPMENT 



PAGl 2 



Manufacturer 



Product 



-HME. 



Serfilco Ltd- 

Transtech Container Systems 

Co- Ltd- 
unaflex Rubber Corp- 
Uniroyal Inc. 
Versatech Products Inc. 



(Manfred) Vetter 
Vikoma International 



High pressure cleaner, 
steam cleaner 

Clean-up container 

Expansion joints 

Storage tank 

Oil and hazardous materials, 
spill containment, 
recovery and disposal 
equipment accessories and 
systems, workboat 

Sealing bags 

Beach cleaning equipment, 
boom deployment units 



28-29 
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33-35 



37-m 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: OIL STOP VALVE 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



AFL Industries, Inc. 
3661 W. Blue Heron Blvd. 
RIVIERA BEACH, Florida 
33404 

(305) 844-5200 
Telex: 803500 



MODELS 



1 


OSV-4 




OSV-6 




OSV-8 


■ 


OSV-10 




OSV-12 



Oil Stop Valves (OSV) 

Oil spill containment valves featuring corrosion-resistant 
PVC and stainless steel construction. OSV automatically 
closes to contain an oil spill and resets itself when spill 
conditions are corrected. Valves are compact and light 
weight for easy installation in separators, catch basins or 
manholes. Easy connection to discharge piping. 

SINGLE MODULE FLOW RATES; 20-1400 USgpm 

VALVE PIPING SIZES: 4" to 12" 

VALVE WEIGHTS: 10 to 75 lbs. 



LTS Sales Ltd. 
1325 Shawson Drive 
MISSISSAUGA, Ontario 
L4W 1C4 

(416) 678-2131 

Telex: 069-68509 



MANUFACTURER 
AND TRADE NAME 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TECHNICAL DETAILS 



TYPE: PORTABLE VACUUM 



SUPPLIER 
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Frank Ayles & Associates 
120 Whitechapel High Street 
LONDON, England 
EP1 7PT 

SPILLVAC 



Spillvac 

Water driven Vacuum unit for emergency collection of fluids Hurum Marine Inc. 
and powders. 981 rue Pierre Dupuy 

Suite 124 

- Designed for use with a water pump delivering 50 gpm @ LONGUEUIL, Quebec 
120-150 PSI. J4K 1A1 

- The water venturi applies vacuum to a stainless steel drum (514) 463-0160 
head designed for quick assembly to a standard open top 

45 gal. chemical drum. Telex: 055-60312 

- Utilizing the tools and suction hoses the liquid is 
transferred into the empty drum. 

- Collection rate - 45 gal/min (liquid) 

- Maximum vacuum 19" Mercury. 

- Maximum lift 12/16' . 
Two types available; 

- SVD for oil and non-corrosive materials 

- SVH for collecting oil and corrosive liquids 
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INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: THERMAL IMAGER 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Frank Ayles & Associates 
120 Whltechapel High Street 
LONDON, England 
EP1 7PT 

BARR & STROUD IR 18 
THERMAL IMAGER CAMERA 



Infrared Camera for detection and tracking of oil spills on 
a 24 hour basis. 

- Portable unit 

- TV screen compatibility 

- Horizontal field of view 38.2° 

- Vertical field of view 25.5° 

- Power supply requirements, 24 Volts DC nominal, 20 Volts 
min. - 32 Volts max. 

- Ability to determine thicker parts of oil slick. 



Hurum Marine Inc. 
981 rue Pierre Dupuy 
Suite 124 
LONGUEUIL, Quebec 
J4K 1A1 

(514) 463-0160 

Telex: 055-60312 
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MANUFACTURER 
AND TRADE NAME 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: ACCESSORIES 



TECHNICAL DETAILS 



SUPPLIER 



Brant Packaging & 
Manufacturing Ltd. 
P.O. Box 1687 
BRANTFORD, Ontario 
N3T 5V7 



Limited Wear garments 

- Full range of protective clothing, Including lab coats, 
coverall, hoods and shoe covers 

- Comfortable and lightweight 



LIMITED WEAR 



TYVEK and SONTARA 



I 

U1 



NOMEX III 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: MISCELLANEOUS 
EQdtPMEttf 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Caldwell Industries Ltd. 
140 Mllner Avenue 
Unit 40 

SCARBOROUGH, Ontario 
MIS 3R3 

(416) 291-0264 



Safety In a Flash 

- Flame resistant clothing made of NOMEX 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: MISCELLANEOUS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Chem-Technics Inc. 
1790 Century Boulevard 
ATLANTA, Georgia 30345 
U.S.A. 

(404) 633-2696 

Telex: 380195 



SPILL ARRESTER 



WISE-CHEM 



Spill Arrester 

- Dry chemical spill control system 

- Contains agents to reduce clean up time by drying, 
absorbing and reacting with most spills to create a 
powder 

Available sizes: 8-32 oz. or BULK: 1-55 gal. 

Wise-Chem 

- Five non- toxic formulations to enhance safety in waste 
handling 

Lab series 1 - Non-acid Oxidizers 

2 - Acid Oxidizers 

3 - Inorganic Acids 

4 - Inorganic Neutrals/Alkalis 

5 - Solvents, Oils, Other Organics 



Sizes 1-6 gals 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: MISCELLANEOUS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Clark Products Co., Inc. 
916W 25th Street 
NORFOLK, Virginia 23517 



(804) 625-5917 



SPILLSTOPPER 



Spillstopper 

- Specially engineered mat, designed to effectively seal off 
gravity flow of water and lighter-than-water liquids into 
surface-mounted drains, manholes, grates, etc. 

Thickness fc" 

Sizes - 24" x 24", 30" x 30", 36" x 36", 42" x 42", also 
custom sizes 

High visibility ORANGE 

Impermeable to fluids 

Tough and easy to clean 
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INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: MISCELLANEOUS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Construction Aids Technology 
Inc. 



PLUG 


'N DIKE 


PLUG 


RUG 


PLUG 


'N PATCH 



Description 

- Nontoxic, granular material, which forms a seal when in 
contact with water 

- Polymer absorbs 300 times its own weight in water 

- Supplied in 50 lb. cartons 

- Unlimited shelf life 



B & G Safety Equipment Ltd. 

P.O. Box 684 

1035-3 rd Avenue East 

OWEN SOUND, Ontario 

N4K 5R4 

(519) 371-2408 

Zenith 5-1530 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 
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TYPE: MISCELLANEOUS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Fabrlco 

4222 South Pulaski Road 

CHICAGO, Illinois 

60632 

(313) 890-5350 



Telex: 



256280 
FABRIC CGO 



FLEXIBLE LINERS 



DRUM LINERS 



POLYETHYLENE CONTAINERS 



Flexible Liners 

Thickness: 5 to 125 mil 

also 3/32 to 6/32 in. 

Colors: clear, white, black, aqua, gray 

Drum Liners 

For 30 and 55 (U.S.) gallon drums 

Thickness: 8 to 40 mil. 

Polyethylene Containers 

Cylindrical Tanks: 5-4000 Imp. Gals. 
Cowical Bottom Tanks: 60-425 Imp. Gals. 
Horizontal Tanks: 1500 Imp. Gals. 
Rectangular Tanks: 6-492 Imp. Gals. 
Transport containers for rectangular tanks 
Tank option valves and fittings 
Barrels: 3-50 Imp. Gals. • 



Harlock Industrial Inc. 
3015 Kennedy Road 
Suite 205 

SCARBOROUGH, Ontario 
M1V 1E7 

(416) 291-4390 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: PUMP 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Gilk.es Inc. 

1902 Bayport Boulevard 
P.O. Box 628 
SEABROOK, Texas 77586 

(713) 474-7622 

Fax: (713) 474-5604 
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GILK.ES 



PORTABLE EMERGENCY 



TURBO PUMP 



Portable Emergency Turbo Pump 

For handling volatile liquids 

Spark-free/ flame-proof 

Based on a Gilkes 3.25 Francis Water Motor developing a 

4 BHP @ 3600 RPM with 92 GPM of water @ 140 PSI pressure 

driving a self-priming pump with an output of 175 GPM at a 

discharge pressure of 17 PSI 



Weight 

Pump Inlet Flange: 
Pump Discharge Flange: 
Water Motor Inlet: 
Water Motor Discharge: 



100 lbs. 
2" B.S.P. 
2" B.S.P. 
l\" B.S.P. 
2" B.S.P. 



Pump construction is In cast iron or stainless steel, 
depending on the liquids to be handled. 

Water Motor is constructed in bronze with stainless steel 
shaft and fittings for fresh or salt water operations. 

NOTE: CUSTOM PUMPS AVAILABLE TO SPECIFICATIONS BY 
CUSTOMERS, UTILIZING WATER MOTOR DRIVES... 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: MISCELLANEOUS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Hurum Marine Inc. 
981 rue Pierre Dupuy 
Suite 124 

LONGUEUIL, Quebec 
J4K 1A1 

(514) 463-0160 

Telex: 055-60312 

Contact: David McKechnie 



FLEXY OIL BOOM ACCESSORIES 



The following accessories and parts are available upon 
request: 

- Paravanes, aluminum 

- Towing devices and bars, aluminum 

- Anchoring buoy, aluminum 

- Dock side attachments, aluminum, various types 

- Anchors, steel; 50 & 100 lbs; Admiralty type 

- Towing line, 250', 5/8" dia. polyrope (any type and 
length) 

- Towing bridle, short and large; 5/8" dia. polyrope 

- Flashing light, complete with bracket and batteries 

- Joint clamps, aluminum; for 14", 18", 24" & 36" oil boom 

- Boom adaptors, aluminum, 14", 18", 24" and 36" 

- Floats for joint clamps; red inflatable float 

- Anchor markers, complete with shackles 

- Plastic caps for fc" and 1/8" dia. cable; large and small 
type 

- Galvanized shackles, \" , 3/8 and \"; anchor type 

- Stainless steel snaps for quick connections (instead of 
shackles) 

- Portatanks - Aluminum or steel frame 

- PVC liners with 2" drain 

- Capacity 1000 and 1500 gallons 

- Hoses - suction, discharge, floating hose, hose floats 

- Pitchforks with wire overlay 

- Perforated shovels 

- Rakes 



Hurum Marine Inc. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: POLLUTION 



CONTROL WORKBOAT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Hurum Marine Inc . 
981 rue Pierre Dupuy 
Suite 124 
LONGUEUIL, Quebec 
J4K 1A1 

(514) 463-0160 

Telex: 055-60312 



HURUM TYPE #1174 WORKBOAT 



HURUM #1174 WORKBOAT, built of Marine Aluminum, is designed 
as a self propelled working platform for pollution control. 

- O.A.L.: 30 feet 

- Beam: 10 feet 

- Power: Twin 115 H.P. Sea drives OMC 

- Flat bottom with grounding bars 

- Front end loading ramp 

- Stern working platform 

- Operators cabin 

- Many other options available on request. 

HURUM MARINE has many other workboat designs available or 
will custom design a boat to meet our clients specific 
requirements • 



Hurum Marine Inc . 



INFORMATION ON OIL SPILL CONTAIWiEWr M© 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: HI-PRESSORE WASHERS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Walter Kidde £■ Co., Inc. 
Electro-Maqic Division 
P.O. Box 516 

VERMILLION, South Dakota 
57069 

(605) 624-2685 



ELECTRO-MAGIC HI-PRESSURE 



WASHERS 



MODELS: 



250, 606, 350, 2500, 660 



Model 351 Description 

- 18 gallon self-contained chemical tank 

- twin piston, direct drive pump, delivers solutions and 
clear rinse water at 180 GPH, at 500 PSI 

- 30 feet of hose 

Speci f icat ions 

Discharge Capacity 3 GPM 

Operating Pressure 500 PSI 



Pump 
Motor 

Hose 

Gun 

Nozzle 

Chemical Control 

Wheels 
Net Weight 



Twin piston, direct drive 

1 HP, 115/230 V, 60 Hz, 1 phase 
capacitor start, automatic overload 

1/4" x 30' high pressure 

Hi-pressure, with shut-off 

0°, 15°, 40°, 65' turret 

Precision metered injection, head and 
inlet flow control valve 

8" Semi-pneumatic 

127 lbs. 



Rancher's Supplies Co. Ltd. 
139 Millwick Drive 
WESTON, Ontario 

(416) 741-0250 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPEs STEAM CLEANER 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 
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Walter Kidde & Co. Inc. 
Electro-Magic Division 
P.O. Box 516 

VERMILLION, South Dakota 
57069 

(605) 624-2685 



ELECTRO-MAGIC STEAM CLEANER 



Model 200 

Discharqe Capacity 
Reservoir Capacity 

Burner 



MODELS 60, 100, 150, 200 1100, Controls 
1600, 3000 

Wheels 

Pump Motor 



Fuel Consumption 
Steam Hose 

Dimensions 



Specifications 
60 GPH 



Rancher's Supplies Co. Ltd. 
39 Millwick Drive 
WESION, Ontario 



6 gallons; continuous feed type, float (416) 741^0250 
control kerosene or No. 1 hone heating 
fuel oil 

Oil fired, pressure atomizing type 
automatic ignition-fuel filter 
standard 

Safety release valve and rinse 
control 

8 x 2.00 rubber (semi-pneumatic) 

1/4 HP, 1725 RPM, 115 V, 60 Hz with 
automatic thermal overload 

1.65 GPH at 100 psi 

1/2 in. ID x 1-1/8 in. CO x 20 ft., 
fibre braid 

Length 59*5 in., Width 29 in. 
Height 35-3/4 in. 



Net Weight 



340 lbs. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: MISCELLANEOUS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Levitt Safety Ltd. 
33 Laird Drive 
TORONTO, Ontario 
M4G 3S9 



Ln 



Eye and Face Protection 

Head Protection 

Hearing Protection 

Communication Equipment 

Hand Protection 

Protective Clothing 

Fall Protection 

Respiratory Protection 

I nst r ument at ion 

Fire Fighting Equipment 

Fire Systems 

Materials Handling Equipment 

Miscellaneous Industrial Equipment 

Industrial Lighting Equipment 

Emergency Care Products 



33 Laird Drive 
Toronto, Ontario 
M4G 3S9 
(416) 425-8700 



Unit #8, 530 Seaman St. 
Stoney Creek, Ontario 
L8E 3X7 
(416) 662-2905 

Unit #16, 540 Clark Road 

London, Ontario 

N5V 2C7 

(519) 451-3010 



Levitt-Safety Branches 

Unit #2, 31 Manitou Dr. 
Kitchener, Ontario 
N2C 1K9 
(519) 894-1770 

Unit #2, 17 Grenfell Cres. 

Ottawa, Ontario 

K2G 0G3 

(613) 225-9550 

Box 2008, Station A 
880 LaPointe St. 
Sudbury, Ontario 
P3A 4R8 
(705) 560-2445 

741 Harold Cres. 
Thunder Bay, Ontario 
P7C 5H8 
(807) 623-6484 

764 Confederation St. 
Sarnia, Ontario 
N7T 2E3 
(519) 336-8530 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: PUMP SYSTEM 

(HIGH CAPACITY) 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Marine Pollution Control 
8631 W. Jefferson 
DETROIT, Michigan 
48209 

(313) 849-2333 

Telex: 230387 



I 



"MPC HIGH CAPACITY PUMP 
SYSTEM" 



Thune Eureka CCN150-3 Pump with MPC Diesel 
Hydraulic Powerpack. 

Pump: 

Hydraullcally driven submersible 

Nial Bronze Construction 

2250 GPM (water and light Petroleum product) 

Viscous Material to 30,000 cs. 

Capable of operating through butterworth fittings 

6" discharge 

Adaptor flange for "inline" transfer 

High head 

Powerpack: 

Deutz air cooled diesel 

Skidmounted with crashframe 

Flame arrested exhaust 

Manual hydraulic start, no electrical start available 



Marine Pollution Control 
8631 W. Jefferson 
DETROIT, Michigan 
48209 

(313) 849-2333 

Telex: 230387 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: MISCELLANEOUS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



1 
H 



Markle Service 

Rescue & Recovery Concepts 

RR 032 

700 Hespeler Road 

CAMBRIDGE, Ontario 

N3H 4R7 

(519) 653-2500 



MFC 



Air Bags for Recovery of Overturned Vehicles 

MFC Air Lift 



Model 

Ola (cm) 
Max Lift (kg) 
Max Pressure psi 
Ht. inflated (cm) 
Ht. deflated (cm) 
Air Required (1) 
Wt (kg) 



D2 



J3 



122 


153 


■76 


5951 


9300 


2960 


0.50 


0.50 


0.5 


153 


198 


46 


10 


10 


2.5 


2800 


5400 


530 


32 


47 


13 



Other sizes and accessories are also available 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: MISCELLANEOUS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



£ 



MDA Scientific Inc. 
LINCOLNSHIRE, Illinois 
60069 

(800) 323-2000 

Telex: 72-6399-MDA-USA 

Fax: 312-634-1371 

MONITOX PERSON ALARMS 
MODEL 3300 OXYGEN MONITOR 



Monltox Personal Alarms 

- responds in seconds to hazardous concentration levels 

- sensitive and specific 

- up to 2000 hours continuous operation 

- choice of readout and alarm options 

- convenient in-field operational checks for several gases 
as well as oxygen deficiency 

- rugged, pocket size 

- exposure documentation capability 

Model 3300 Oxygen Monitor 

- measures % oxygen concentration 

- convenient pre-entry monitoring as well as continuous 
personal protection 

- simple in-field calibration and sensor recharging 

- 300 hour operation; built-in battery check 

- portable, rugged, light weight 

- choice of 0-25% or 0-100% concentration range 



Safety Supply Canada 
214 King Street East 
TORONTO, Ontario 
M5A 1J8 

(416) 364-3234 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: PUMPS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



I 
H 



Megator Corporation 
562 Alpha Drive 
PITTSBURGH, Pennsylvania 

15238 

(412) 963-9200 



MEGATOR SLIDING SHOE PUMPS 



Details 

- Self-priming 

- Simple and accessible 

- Can deal with high heads from 10O 1 up to 250', and high 
suction lifts 

- Pumps thin or viscous liquids; clean or dirty 

- Many models available 



Factory Representative 

MSE Engineering Systems, 

Ltd. 
265 Canartic Drive 
DOWNSVIEW, Ontario 
M3J 2N7 

(416) 661-5646 

Telex: 065-23982 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: PUMPS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



o 



Frank Mohn A/S 
P.O. Box 98 
5051 NESTTUN 
Norway 



FRAMO TK PUMPS 



FRAMO PORTABLE SUBMERSIBLE CARGO OIL PUMP of centrifugal 
type with built-on hydraulic motor 

Types 

TK 4: For chemicals and Petroleum products of light 
viscosity. 

TK 5: For chemicals and Petroleum products of medium to 
high viscosity. 

TK 6: For oil products of high to extreme visosity. 

Power Packs : Diesel hydraulic, portable self contained 
systems for all Framo Portables 

- Containerized portable pump system for emergency off 
loading complete with cargo and hydraulic extension 
hoses . 



Hurum Marine Inc. 
981 rue Pierre Dupuy 
Suite 124 
LONGUEUIL, Quebec 
J4K 1A1 

(514) 463-0160 
Telex: 055-60312 



- Complete off loading system complete with operator 
available for rental on a 24 hour basis. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: (COASTAL OILSPILL 
CLEAN UP SYSTEM) 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Offshore Devices, Inc. 
Summit Industrial Park. 
Building f/43 

PEABODY, Massachusetts 01960 

(617) 286-0767 
(617) 532-3341 

Telex: 4991299 Offshore 



Offshore Devices Scoop Workboat 

A trailerable, modified-V aluminium or fibreglass workboat 
designed for fast response to oil spills in coastal and 
protected waters; several powering options available. 

Carries oil/water separator and skimming/ containment barrier 
sections; hinged ramp bow door allows easy deployment of 
boom. 



Offshore Devices 



I 

ISJ 



SCOOP WORKBOAT 



Length: 

Beam: 

Draft: 

Hull material: 
Displacement: 
Gross tonnage: 

Working area: 

Full speed: 

Speed while skimming: 

Cruising time: 

Crew needed: 

Propulsion: 

Oil storage (onboard): 

Oil storage (with 4 

storage tanks): 
Dispersant storage: 



30 feet/9.14 m 

8 feet/2.43 m 
2.6 feet/ .8 m (engine down) 
1.1 feet/. 34 m (engine up) 
fiberglass or welded aluminum 
3990 lbs/1.81 tonnes (metric) 
5997 lbs/2.72 tonnes (metric) 

fully loaded 
124 sq. ft./11.5 sq. metres 
20 to 25 knots 
approximately 1 knot 
5 hours 
2 to 3 

170 HP I/O or twin 115 HP 0/B 
350 gallons 

3000 gallons 
350 gallons 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: HAND MOP 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



i 



Oil Mop, Inc. 

P.O. box P 

145 Keating Drive 

BELLE CHASSE, Louisiana 

70037 

(504) 394-6110 

Telex: 587486 

Answer Back: OIL MOP BCHA 

Cable Address: OILMOP 

New Orleans 



JIMBEAUX MOP 



Trecan, Ltd. 
4540 Dixie Road 



Hand Mop consisting of small ribbons of oil adsorbent fibres MISSISSAUGA, Ontario 
bound together for mounting on mop handle. L4W 1N2 



Mophead - 1 lb. capable of picking up 18 lbs. of oil 
(maximum) . 

i 

Available with 5 ft. steel or 10 ft. wooden handle. 
JX-1 and JX-2 hand wringers to suit above. 



(416) 625-4030 



JIMBEAUX MOP 

(Also other filters and oil 
spill clean-up auxiliary 
equipment) 



CO 

u> 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-DP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: MISCELLANEOUS 
EQUIPMENT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Pierce Manufacturing Inc. 
P.O. Box 2017 
APPLETON, Wisconsin 
54913 

(414) 731-5251 



Hydrovac system is designed for removing spilled liquids 
from roads, beaches, rivers and lakes. 

Capable of picking up 1 gallon per second 

Readily portable without electricity or rotating parts 



HYDROVAC 



Optional floating skimmer available for waste pick up off 
water. 



I 



PROTECTOLITE 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE : MI SCELL ANEOUS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Protective Plastics Ltd. 
P.O. Box 156 
MILLIKEN, Ontario 
LOH 1KO 

(416) 291-9581 

Telex: 06525258 



Protectollte Track Spillage Pan System 

For use on railroad tracks to collect spillage during on or 
off loading of materials into tank cars at a rail siding. 






INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: PUMP 

AIR OPERATED 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



Warren Rupp-Houdaille, Inc. 
A Subsidiary of Houdaille 

Industries, Inc. 
P.O. Box 1568 
800 North Main Street 
MANSFIELD, Ohio 44901 

(419) 524-8388 

Telex: 987-458 



to 



"SANDPIPER"' 



'SandPIPER" L%" Pump Model SB1^-A, Type SB-4-A 

- Air operated 

- Aluminum construction 

- Fitted with ball valves and diaphragms of Buna-N 

- Operating pressure to 125 PSI 

- Handles solids up to V 

- Air inlet V, female connection 

- Weight: 75 lbs. 

- Length: 15-3/8" 

- Width: 14-7/8" 

- Height: 14-3/8" 

- Operates dry without damage 

- Ideal for pumping oil or for use with "SLURP" Skimmer 



SUPPLIER 



(Industrial) 

Plad Equipment Ltd. 
3115 Halpern Street 
VILLE ST- LAURENT, Quebec 
H4S 1P5 

(514) 337-0224 

Telex: 05-826710 



(Mining) 

Wajax Industries Ltd. 
6555 Cote De Liesse Road 
MONTREAL 377, Quebec 
H4T 1E6 



(514) 342-9570 
Telex: 05-826800 









SANITRAP 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: CATCH BASIN CAP 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Sanlvan Marine, Inc. 
1705 3rd Avenue 
P.A.T. MONTREAL, Quebec 
H1B 5M9 

(514) 353-9170 

Telex: 05-829559 



Catch basin cap for oil spills on Che road, and also for 
sewer protection during flooding periods, using the flood 
kit. 

- Dimensions: 36" dia. x 3" 

- Weight: 35 lbs. 

- Content: Water (ethylene glycol added for cold 

climates) 



Sanlvan Marine, Inc. 
1705 3rd Avenue 
P.A.T. MONTREAL, Quebec 
H1B 5M9 

(514) 353-9170 

Telex: 05-829559 



SANIP0ND 



PORTABLE TANK 



Frame and liner 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPhffiOT COMMERCIALLY AVAILABLE 



TYPE: CONTAINMENT AND 
CLEAN-UP PACKM3E 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Seaward International Inc. 
6269 Leesburq Pike 
FALLS CHURCH, Virginia 
22044 

(703) 534-3500 

Telex: 899-455 



EMERGENCY RESPONSE SYSTEM 



Emergency Response System 

This package includes: SLURP oil skinner 

Weight 57 lbs. 
Capacity 44 gpm 
Boom 



Pump 



Hoses 



200 ft. of 16 in. boom with end connectors 

- freeboard: 6 in.; Draft: 10 in. 

double-acting diaphragm hand pump with a capacity 

of 37 gpm 

1*5 in. hoses and hose floats not affected by 

petroleum or most chemicals 



Storage box designed to double as a 440 gallon temporary 
storage container for the collected pollutant 

A 20 ft. positioning wand, which collapses for storaqe, is 
included so as to guide the skimmer to where the pollutant 
is most concentrated. 



Also Available : 

A skimmer only system consisting of a SLURP hose hand pump, 
wand and storaqe box. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: HIGH PRESSURE 
CLEANER 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Serfiloo Ltd. 
1234 Depot Street 
GLENVIEW, Illinois 60025 
U.S.A. 

Telex: 00253699 

Pacer "Kelite" 

High Pressure Chemical/Steam 

Cleaners 



Units can be gas or oil and are fitted with safety controls Cancoppas Limited 

with various options available. 1047 N. Service Ftoal East 

QAKVILLE, Ontario 
Model Brief Specification L6H 1A6 





Models: 
MCP-H.P. 


CHEMICAL CLEANER 


00 


M3C-H.P. 


STEAM/SOLUTION 






CLEANER 



MCP Output from 400 to 1100 gph @ 600 psi 

Electrical Power: 230/3/60; Motor HP 3 to 7.5 
Water Required: 440 to 1200 qph @ 60 psi 
Approximate net weights: 850 to 1800 lbs. 
(Four models available) 

MCX Output from 400 to 1100 gph @ 600 psi of solution 

or steam: 230 to 550 gph min. 
Electrical Power: 230/3/60; Motor H.P. 3 to 7.5 
Approximate Net Weights: 950 to 1900 lbs. 
Water Required: 440 to 1200 gph @ 60 psi 

(Four models available) 



(416) 845-4841 



INFORMATION CN OIL SPILL CCNTAINMEOT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: STEAM-CLEANER 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Serfilco Ltd. 
1234 Depot Street 
GLENVIEW, Illinois 60025 
U.S.A. 

Telex j 00253699 
Pacer 'Kelite' 
Steam Cleaners 



Models: 






MCI 50 
MC250 
MC350 
FIRELESS 61 



All units have three main components - the fuel burner (oil 
or gas), the heat exchanger and the solution pump. Meet 
ASME and OSHA standards for operating safety. 



Model 



MC150-OM 



MC150-G 



MC250 



MC350 



Fireless 
- 61 



Brief Specification 

150 gph; 115V/1/60; Fuel - kerosene 

or No. 1 fuel oil; 

Water Required: 150 gph @ 60 psi 

Dimensions: 47" x 25" x 40" 

Net Weiqht: 625 lbs. 

150 gph; 115V/1/60; Fuel - gas (325,000 BTU/ffT) 
Water Required: 150 gph @ 60 psi 
Dimensions: 47" x 31" x 46" 
Net Weight: 560 lbs. 

250 gph; 115V/1/60 - Gas or oil fire as above 
Water Required: 350 qph @ 60 psi 
Dimensions: 57" x 27" x 51" 
Net Weight: 710/850 lbs. 

350 gph; 230/1/60; Gas or oil available 
Water required: 350 qph @ 60 psi 
Dimensions: 64 x 34/40" x 60" 
Net Weight: 1300/1380 lbs. 



Cancoppas Limited 
1047 N. Service Road 
GAKVILLE, Ontario 
L6H 1A6 

(416) 845-4841 



East 



240 qph; 115/1/60; Steam required, 
proof motor for refinery work 



Explosion 



Variation of models available, all with built-in safety 
features and options 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: CLEAN-UP CONTAINER 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Transtech Container Systems 

Co. Ltd. 
MISSISSAUGA, Ontario 

(416) 233-4411 



Modular Container System 

Capacity: 2680 litres 

Outside dimension: 1.0 x 1.2 x 3.1 metres 

Retracted: 1.0 x 0.31 x 3.1 metres 

Weight: 227 kg. 

Cargo Weight Up to: 4545 kg. or 20 to 1 ratio fare weight 



Manufacturer 



s 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: EXPANSION JOINTS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Unaflex Rubber Corp* 
2056 North Dixie Highway 
FORT LAUDERDALE, Florida 
333005 



Hoses, fittings 
Collapsible tanks 



(305) 561-0500 
1-800-327-1286 



i 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: STORAGE TANK 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 





Uniroyal, Inc. 


Model 




Engineering Systems Dept . 






312 North Hill Street 


3,000 




MISHAWAKA, Indiana 






46544 


10,000 
20,000 




Storage Tank 






3,000 




1 


10,000 




20,000 











Dimensions 

12' 2" x 17* 9" x 2' 4" 

16' 0" x 28' 0" x 4' 0" 

23' 4" x 38' 7" x 4' 0" 



Mil-Corn Technologies Inc. 
440 Phillip Street 
Unit 21 

WATERLOO, Ontario 
N2L 5R9 

(519) 885-3123 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPES WDRKBOAT 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 






Versatech Products Inc. 
60 Riverside Drive 
NORTH VANCOUVER, B.C. 
V7H 1T4 

(604) 929-5451 

Telex: 04352686 

"VERSATECH VCR" 



THE CANADIAN SEATRUCK 



SEALANDER MODEL 



Sealander Workboats 

Heavy duty, shallow draft landing craft with hard winch 
operated front loadinq ramp. 

Polyurethane foam/fiberqlass construction with 20% reserve 
buoyancy to support full load with ramp open. 

Options Supplied 

Hull only 

Open boat with steering station console/windscreen 

Pilot house cabin 

Passenger carrying and/or living modules 

Power winch for dockside loading 

Instruments and electronic equipment 

Factory installed outboard motors, or gas or diesel inboard/ 

outboard or jet propulsion systems 

Extra heavy duty construction/protection options 



Consult factory 



18/1 



22/2 



26/3 



27/4 



30/4 



37/8 



Length: (ft. - in.) 

Beam: (ft.) 

Loaded speed (knots) 

with suitable power 
Capacity* (short tons) 



18' - 4" 


22' - 4" 


26' - 4" 


30' - 4" 


30' - 4" 


37' - 4" 


8' 


8' 


8' 


10' 


8' 


12' 


25 


25 


20 


20 


20 


20 



*Rated capacity based on a 
having a buoyancy reserve 



vessel with typical power, fuel capacity and equipment, heinq operated in sheltered waters and 
of at least 20% of load. 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: OIL AND HAZARDOUS MATERIALS, 

SPILL CONTAINMENT, RECOVERY 

AND DISPOSAL EQUIPMENT 
ACCESSORIES AND SYSTEMS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



LJ 



Versatech Products Inc. 
60 Riverside Drive 
NORTH VANCOUVER 
British Columbia 
V7H 1T4 

(604) 929-5451 

Telex: 04352686 

"VERSTECH VCR" 

Contact: Ed Tedeschi 

(Some products sold with spill 
response systems are not 
manufactured by Versatech) 



Anchor assemblies: for sandy or rocky bottom and shore line 

rod, screw or blade types. 

Beach cleaners: front-end loader mounted or trailed roller 
types for pick-up of heavy oil and tar 
balls. . 

Boom connectors: ASTM (proposed) standard, "Bennett", "US 

Navy" and Versatech styles. The Versatech 
connector is the only one in current 
production which mates with all boom 
manufactured in Canada. Adapters 
available. 

Bridles: galvanized or stainless steel wire types for shore 
lines or anchor buoys. 

Buoys: anchor and marker types. 

Dispersant sprayers: hand held portable, small and large 

boat mounted systems 

Engineering services: design and installation drawings for 

permanent and special booms and oil 
spill response systems. 

Generators: portable electric and lighting. 

Hoses: floated or plain suction and discharge types, hose 
bridges . 



Colonial Marine Industries 

Ltd. 
495 Westslde Road 
WELLAND, Ontario 
L3B 5X1 

Mr. John Mlsener 
(416) 734-9391 



McAllister Pollution control 
410 St. Nicholas Street 
MONTREAL, Quebec 
H2Y 2P5 



Mr. Keith Rusby 
(514) 849-2221 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: OIL AND HAZARDOUS MATERIALS, 

SPILL CONTAINMENT, RECOVERY 
AND DISPOSAL EQUIPMENT 
ACCESSORIES AND SYSTEMS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Veraatech Products Inc. 

(continued) 



i 
w 



Incinerators: oiled sand or debris, portable air curtain 
pit or rotary kiln types. 

Lights: boom, marker buoy and area types 

Lines: tow, shore and handling types 

Oil and hazardous material: spill response kits, boxes and 

small, medium and large 
trailers or workboats 

Paravanes: and plain or floated tow bars 

Pumps: trash, diaphragm and positive displacement types and 
valved manifolds 



Reels: stationary or trailer mounted plain or hydraullcally 
driven for Inshore Boom 

Seal assemblies: shoreside rolling or sliding type or 
magnetic connectors 

Sorbents: pads, booms, snares, mops and wringers 

Storage tanks: fabric closed llftable or open top types; 
260 to 2600 gal. capacity 

Versatanks: open top, light weight, steel framed, fabric 
lined; 1000 or 1500 gal. capacity 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: MISCELLANEOUS 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 






Manfred Vetter 
D-5352 ZULPICH 

02252/2081-83 

Telex: 8869818 

VETTER' S SEALING BAGS 



Pipe and Sewer Sealing Bags 
Type 10/10 for openings 9 (3V) to 20 (8") cm. 



20/40 
30/50 
45/100 



Size (dla) 

Inflated 
Length 

Contents (litres) 
Weight 



20 (8") to 40 (16") 
30 (12") to 50 (20") 
45 (18") to 100 (40") 



Leak Sealing Bags 
Type PK 20/40 
19 cm (7.6") 
40 cm (16") 
65 cm (26") 

10.7 
7.0 kg (15 lbs) 



Type PK 30/50 
29.5 cm (12") 
50 cm (20") 
65 cm (26") 
27.5 
13 kg (28.6 lbs) 



Safety Supply Canada 
214 King Street East 
TORONTO, Ontario 
MSA 1J8 

364-4650 



INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE: BEACH CLEANING 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



Vikoma International 

88 Place Road 

COWES 

Isle of Wight 

P031 7A3 

Cowes 9083 296021 
Telex: 869111 VIKINT G 



Vikoma Nor- Vac 
Portable Vacuum Beach/Rock Cleaner 

Shipping specification 

Basic Consignment 

2.03m x 17.3m x 106m Hopper and bag filler 
Height approx. 560 kg. Hoses, reels, tools, 

Operating Manual 

Additional spares and accessories may be included, as 
ordered 



Marine Equipment Limited 
Barrington Commercial 

Centre 
3695 Barrington Street 
HALIFAX, Nova Scotia 
B3K 2Y3 

(902) 429-3240 

Telex: 019-22666 

Contact: John V. Lauzon 






INFORMATION ON OIL SPILL CONTAINMENT AND 
CLEAN-UP EQUIPMENT COMMERCIALLY AVAILABLE 



TYPE; BEACH CLEANING 



MANUFACTURER 
AND TRADE NAME 



TECHNICAL DETAILS 



SUPPLIER 



oo 



Vikoma International 

88 Place Road 

COWES 

Isle of Wight 

P031 7 A3 

Cowes 9083 296021 

Telex: 869111 VIKINT G 



Vikoma Nor-Vac 
Portable Vacuum Beach/Rock Cleaner 

Specification 

Portable Power Pack 

Dimensions: 950mm long x 746mm wide x 980mm high 

Weight: 160 kg 

Vacuum: Petters AC1 4.45 kw. electric start 

Source: Diesel engine driving liquid ring vacuum pump 

Hopper Collection Unit 

Dimensions: 588m diameter, 1.15m high 

Hopper legs: Adjustable between 1.23m and I. 97m 

Weight: 52 kg 

Capacity: 173 litres 

Vacuum relief: 500 millbar vacuum gauge and 

Valve setting: relief valve mounted on top of hopper 



Shipping Specification 

Nor-Vac/l 

•82m x 1 .04m x 1 ,02m 

Weight approx. 250 kg 



Basic consignment 
1 Powerpack 



2.03m x 1.73m x 1.06m Hopper and bag filler 
Weight approx. 200 kg. Hoses, reels, tools, 

operating manual 
Nor-Vae/2 

1.63m x 1.04m x 1.02m 2 Powerpacks 
Weight approx. 500 kg. 
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Vikoma Nor-Vac 
Portable Vacuum Beach/Rock Cleaner 

The Vikoma NOR-VAC has been developed in close cooperation 
with the Norwegian State Pollution Control Authorities 
PFO/SFT. Typical areas of application are: beach/rock 
cleaning, and collection of oil from surface water. The 
NOR-VAC will successfully pick-up a wide range of products 
from kerosene to heavy fuel oils, mousse, sludge and tar 
balls, and debris up to 50mm In diameter. An 800 psi water 
jet spray facility is provided integral with the appropriate 
suction tool/nozzle. A high pressure watet jet spray gun 
may also be employed. 

The hopper collection unit has integral water separation and 
enables rapid transfer filling into open top oil drums, 
tanks, skips, etc By utilization of the bag filling 
accessory, plastic sacks can be filled with a measured 
amount at high speed. A range of cleaning tools and nozzles 
are available. 
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Vikoma Qceanpack 

Open sea boom and boom 
deployment (on board) module. 

Intended for high seas 
operations 

Comprising 500m of heavy duty 
and boom deployment, recovery 
and inflation with one man 
operator cab 

Boom of two tube configuration 
in heavy duty coated nylon 

Boom draught and free-board 
total 44 in. 

Weight (all up) 5.5 tons 

Width: 2.5m (8*3") 

Length: 5.2m (17 '3") 



Vikoma Seapack 

Open sea boom and deployment 
unit 

Based on 6.9m (23') GRP hull 
with additional buoyancy 
contains 450m boon 
(1476') of boom connected at 
one end to a diesel-driven 
fan and ducted propeller 
water pump 

450m (1476') of boom deployed 
and inflated automatically in 
10 mins. 

Weight: (all up) 4.5 tons 

Width: 2.9m (9'6") 

Length: 6.9m (22 '8") 
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Vikoma Coastalpack 

250 metres (820 feet) of inshore0harbour/ inland boom. Rapid 
deployment - typically 250 metres in 8 minutes. Complete 
with boom storage module, diesel/hydraulic power pack and 
boom deployed length control system. 



Weight (all up) 

Width: 

Length: 

Height: 

Boom draught: 

Boom freeboard: 



2,400 lbs. 
5 feet 
7.80 feet 
4.9 feet 
17 inches 
17 inches 

Vikoma Fast Boom Laying Vessel 

450 metres (1,476 feet) of boom for rapid response 
inshore/harbour/coastal situations in a self contained 33 
foot length 11.5 foot beam marine aluminum hull vessel. 
Twin 218 H.P. 6 cylinder turbo-charged diesel engines. Twin 
Jet Drives. Service speed 20 knots. Hydraulically powered 
boom deployment and recovery system. Total loaded all up 
weight 7 . 5 tons . 
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